DocuSign Envelope |D: 0B1F6E93-F8AD-4785-AFE2-931687443B18

CITY OF NORTH MIAMI

CONSTRUCTION SERVICES AGREEMENT
(Traffic Calming Device)

THIS CONSTRUCTION %EB)YAICES AGREEMENT (“Agreement”) is
made and entered into this __ day of , 2014 by and between the City of North
Miami, a Florida mun|C|paI corporation, located at 776 NE 125" Street, North Miami, FL
(“City”) and Solutions Capital Group, Inc., a for-profit corporation organized and existing
under the laws of the State of Florida, having its principal office at 666 NE 125" Street, #243,
North Miami, FL 33161 (“Contractor). The City and Contractor shall collectively be referred to
as the “Parties”, and each may individually be referred to as a “Party”.

RECITALS
WHEREAS, the City is desirous of obtaining the labor, supervision, materials,
equipment, tools, services and expertise necessary for the professional construction of one (12
traffic calming device (a.k.a., traffic circle) at the intersection of Northeast 139™ Street and 11"
Avenue (“Work Site”), in accordance with the conditions, terms and specifications contained in
the Contract Documents (“Construction”); and

WHEREAS, in response to the City’s Invitation to Quote Number 38-13-14 Traffic
Circle Project, Contractor submitted its proposal which was evaluated by City administration as
responsive, and whose price, qualifications and references were the most advantageous to the
City; and

WHEREAS, the Contractor has expressed the capability, willingness and expertise to
perform the Construction pursuant to the Contract Documents; and

WHEREAS, the Interim City Manager has determined that entering into this Agreement
with Contractor is in the City’s best interest.

NOW THEREFORE, in consideration of the mutual terms and conditions set forth
herein and other good and valuable consideration, the Parties hereto agree as follows:

ARTICLE 1 - RECITALS
1.1  The recitals are true and correct and are hereby incorporated into and made a part of this
Agreement.

ARTICLE 2 - CONTRACT DOCUMENTS
2.1  The following documents are incorporated into and made part of this Agreement
(collectively referred to as the "Contract Documents™):

2.1.1 City’s Invitation to Quote Number 38-13-14 Traffic Circle Project, attached hereto by
reference;
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2.1.2 City’s Scope of Work to be followed by Contractor during Construction at the Work
Site; attached hereto as “Exhibit A”;

2.1.3 Contractor’s response to City’s Invitation to Quote Number 38-13-14 Traffic Circle
Project, attached hereto as “Exhibit B”;

2.1.4 City’s Quote Tabulation Sheet identifying criteria used by City administration for the
selection of Contractor, attached hereto as “Exhibit C”;

2.1.5 Any additional documents which are required to be submitted by Contractor pursuant to
this Agreement and Contract Documents.

2.2 Inthe event of any conflict between the Contract Documents or any ambiguity or missing
specification or instruction, the following priority is hereby established:

2.2.1 Specific written direction from the Interim City Manager or Interim City Manager’s
designee.

2.2.2 This Agreement.

2.3  The Parties agree that Contractor is responsible for clarifying any ambiguity, conflict,
discrepancy, omission, or other error prior to Contractor submitting its Proposal or the right to
clarify same shall be waived.

ARTICLE 3-TIME FOR PERFORMANCE

3.1 The Time for Performance shall not exceed One Hundred Eighty (180) calendar days
from the City’s issuance of the Notice to Proceed excluding City observed holidays and
weekends. The Contractor agrees that the performance of Construction shall be pursued on
schedule, diligently and uninterrupted at a rate of progress which will ensure full completion
within the agreed Time for Performance. Failure to achieve timely final completion within the
time provided shall be regarded as a material breach of this Agreement and subject to the
appropriate remedies available at law.

3.2  When, in the opinion of the City, reasonable grounds for uncertainty exist with respect to
the Contractor’s ability to perform Construction or any portion thereof, the City may request that
the Contractor, within a reasonable time frame set forth in the City’s request, provide adequate
assurances to the City in writing, of Contractor’s ability to perform in accordance with terms of
this Agreement. In the event that the Contractor fails to provide the City the requested assurances
within the prescribed time frame, the City may treat such failure as a repudiation or breach of
this Agreement, and resort to any remedy for breach provided for in this Agreement or at law.

ARTICLE 4 - COMPENSATION
4.1  The Contractor shall be paid an amount not to exceed Eighty Nine Thousand Four
Hundred Dollars ($89,400.00) as full compensation for the completion of Construction. Funding
for this Agreement is contingent on the availability of funds and the Agreement is subject to
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amendment or termination due to lack of funds or a reduction of funds, upon ten (10) days
written notice to Contractor.

4.2  The City shall pay Contractor within forty-five (45) days of receipt of invoice the total
shown to be due on such invoice, provided the City has accepted the Construction.

ARTICLE 5 - CONTRACTOR'S RESPONSIBILITIES
5.1  As an inducement for the City to enter into this Agreement, Contractor has represented an
expertise in the provision of Construction of similar public projects. In reliance upon those
representations, the City has entered into this Agreement with Contractor for the provision of
Construction.

5.2  Contractor shall supervise and direct the work competently and efficiently, devoting such
attention and applying Contractor's best skill, attention and expertise. Contractor shall be solely
responsible for and have control over the means, methods, techniques, sequences and procedures of
the work and shall ensure that the finished Construction accurately complies with the Contract
Documents.

5.3  When necessary, Contractor shall provide and pay for competent, suitably qualified
personnel to perform portions of the Construction as required by the Contract Documents.
Contractor shall not permit employment of unfit persons or persons not skilled in tasks assigned
to them. Contractor shall at all times maintain good discipline and order at the Work Site.

5.4  Contractor shall furnish, pay for and assume full responsibility for all materials,
equipment, transportation, machinery, tools, appliances, water, heat, utilities and all other
facilities and services necessary for the furnishing, performance and proper completion of
Construction.

55  Prior to the execution of this Agreement and in any event, prior to the commencement of
any work, Contractor shall furnish in writing to the City, the names of persons or entities proposed
for any portion of the Construction (“Subcontractor”). The City shall advise Contractor, in writing,
of any proposed Subcontractor to which the City has an objection. Contractor shall not contract with
a proposed Subcontractor with whom the City has made an objection. If the City objects to a
Subcontractor proposed by Contractor, Contractor shall propose another with whom the City has no
objection.

5.6  Contractor shall confine equipment, the storage of materials and the operations of workers to
the Work Site and areas identified in and permitted by the Contract Documents and shall not
unreasonably encumber the premises with equipment or other materials.

5.7  Contractor warrants that any and all work, materials, services or equipment that may
reasonably be inferred from the Contract Documents as being required to produce the intended
result, will be supplied by the Contractor at its own cost, whether or not specifically called for.

5.8  Contractor warrants and accepts that any and all work, materials, services or equipment
necessitated by the inspections of City, County or state agencies, or other regulatory agencies as are
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applicable, to bring the project into conformity with the Contract Documents and all applicable
laws, codes, regulations, procedures, or considered inside the contemplation of the Contract
Documents, shall be deemed the responsibility of the Contractor at no additional cost to the City.

ARTICLE 6 - SCOPE OF CONSTRUCTION
6.1  The general sequence of the work shall be submitted by the Contractor and approved by
the City before any work commences. The City reserves the right to issue directives as necessary
to facilitate the flow of work or to minimize any conflict with public operations.

6.2  The Contractor shall provide all required labor, supervision, materials, equipment, tools,
services and expertise necessary for the completion of Construction, under the terms, conditions
and specifications contained in the Contract Documents. Contractor shall perform the
Construction in accordance with that degree of care and skill ordinarily exercised by reputable
members of its profession.

6.3  Contractor represents and warrants to the City that: (i) Contractor possesses all
qualifications, licenses and expertise required for the provision of Construction, with personnel
fully licensed by the State of Florida; (ii) Contractor is not delinquent in the payment of any
sums due the City, including payment of permit fees, local business taxes, or in the performance
of any obligations to the City; (iii) all personnel assigned to perform work shall be, at all times
during the term hereof, fully qualified and trained to perform the tasks assigned to each; (iv) the
Construction will be performed in the manner and at such times and locations as described by the
City for the budgeted amount; and (v) the person executing this Agreement on behalf of
Contractor is duly authorized to execute same and fully bind Contractor as a party to this
Agreement.

6.4  Contractor agrees and understands that: (i) any and all Subcontractors used by Contractor
shall be paid by Contractor and not paid directly by the City; and (ii) any and all liabilities
regarding payment to or use of Subcontractors for any of the work related to this Agreement
shall be borne solely by Contractor.

6.5 During performance of the Construction, Contractor shall cause a minimum of
inconvenience to the public and to local business activities and shall ensure that the public
roadways and any improvements or appurtenants in the vicinity of the Work Site, remain open to
the public whenever and wherever possible.

6.6  Contractor shall at all times, during the performance of Construction, keep the Work Site
free and clear of all rubbish and debris. Any material or waste generated by Contractor or its
employees, agents and Subcontractors shall be removed and disposed of by the Contractor at its
expense, to the satisfaction of the City.

6.7 In the event Contractor fails to remove all rubbish, debris, materials and waste from the

Work Site, the City may employ labor and equipment necessary to clear the site and charge
Contractor for the City’s cost incurred cleaning the Work Site.
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6.8  Contractor shall notify the City in writing, of any pre-existing damage to surrounding
roadways, swales and improvements prior to commencing any work. Failure to notify the City of
any damage shall result in the Contractor’s duty to repair the damage at no additional expense to
the City.

6.9  Contractor shall restore in an acceptable manner or replace all property, both public and
private, which has been displaced or damaged by the Contractor during the performance of
Construction. Contractor shall leave the Work Site unobstructed and in a neat and presentable
condition. The term “property” shall include, but is not limited to, roads, sidewalks, curbs,
driveways, walls, fences, landscaping, awnings, utilities, footings and drainage structures.

6.10 Contractor shall exercise due caution in the performance of this Agreement to minimize
the possibility of damage to utilities resulting from its activities. Contractor shall verify the
location of all overhead and underground utilities prior to any excavation, including notifying the
Underground Notification Center (1-800-432-4770) and the City’s Public Works Department of
any proposed excavation locations.

6.11 Contractor warrants that the finished Construction complies with the Miami-Dade County
Specifications for Traffic Calming Devices, as amended from time to time.

6.12  Construction shall be completed by the Contractor to the satisfaction of the City. The
City shall make decisions on all claims regarding interpretation of the Agreement and on all
other matters relating to the execution, progress and quality of the Construction.

6.13 Contractor warrants and accepts that any and all repair work required during the
construction phase, irrespective of the cause, shall be deemed the responsibility of the Contractor at
no additional cost to the City.

6.14  Contractor accepts, understands and agrees that these provisions of the Agreement constitute
a material inducement for the City to enter into this Agreement and that the City has indeed relied
on these particular provisions in making its decision to enter into this Agreement with Contractor.

ARTICLE 7 - CHANGES IN CONSTRUCTION
7.1  One or more changes to the Construction work within the general scope of this
Agreement may be ordered by Change Order. The Contractor shall proceed with any such
changes, and they shall be accomplished in strict accordance with the Contract Documents and
with the terms and conditions described in this Article.

7.2 A Change Order shall mean a written order to the Contractor executed by the Parties
following execution of this Agreement, directing a change in Construction and may include a
change in the agreed compensation and/or the time for Contractor's performance.

7.3  The execution of a Change Order by the Contractor shall constitute conclusive evidence

of the Contractor's agreement with the ordered changes in Construction and the Contractor, by
executing the Change Order, waives and forever releases any claims against the City for
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additional time or compensation for matters relating to or arising out of or resulting from, the
work included within or affected by the executed Change Order.

ARTICLE 8 - ENVIRONMENTAL AND SAFETY REQUIREMENTS
8.1  Contractor shall comply and shall secure compliance by its employees, agents, and
Subcontractors, with all applicable environmental, health, safety and security laws and
regulations pertaining to the Construction provided under this Agreement. Contractor agrees to
utilize protective devices as required by applicable laws, regulations, and any industry standards,
and to ensure that such protective devices are properly used by its employees, agents and
Subcontractors in the provision of Construction.

8.2  Contractor shall comply with all applicable minimum safety standards required by local,
county, state and federal regulations to prevent any damage, loss or injury to persons or property.

8.3  The Contractor shall be solely responsible for pedestrian and vehicular control and safety
within the Work Site area and shall provide the necessary warning devices, cones, markers, flags,
barricades and other control devices, in addition to ground personnel needed for directing traffic
and maintaining safety, protection and warning to all persons and vehicular traffic within the
Work Site area.

8.4  The Contractor represents, with full knowledge that the City is relying upon these
representations when entering into this Agreement with the Contractor, that the Contractor has
the professional expertise, ability, capacity, skill, licenses, financial resources, and experience to
perform the Construction under the requirements of this Article.

ARTICLE 9 - INDEPENDENT CONTRACTOR

9.1  Contractor has been procured and is being engaged by the City as an independent
contractor, and not as an agent or employee of the City. Accordingly, Contractor shall not attain,
nor be entitled to, any rights or benefits under the Civil Service or Pension Ordinances of the
City, nor any rights generally afforded classified or unclassified employees of the City.
Contractor further understands that Florida workers’ compensation benefits available to
employees of the City, are not available to Contractor. Therefore, Contractor agrees to provide
workers’ compensation insurance for any employee or agent of Contractor rendering services to
the City under this Agreement.

ARTICLE 10 - CONFLICTS OF INTEREST
10.1 Contractor represents and warrants to the City that it has not employed or retained any
person or company employed by the City to solicit or secure this Agreement and that it has not
offered to pay, paid, or agreed to pay any person any fee, commission, percentage, brokerage fee,
or gift of any kind contingent upon or in connection with, the award of this Agreement.

10.2 Contractor covenants that no person under its employ who presently exercises any
functions or responsibilities on behalf of the City in connection with this Agreement has any
personal financial interest, directly or indirectly, with the Contractor or Subcontractors, except as
fully disclosed and approved by the City. Contractor further covenants that, in the performance
of this Agreement, no person having such conflicting interest shall be employed.
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ARTIC LE 11 - DEFAULT
11.1 If Contractor fails to comply with any term or condition of this Agreement, or fails to
perform any of its obligations hereunder, then Contractor shall be in default. The City shall have
the right to terminate this Agreement, in the event Contractor fails to cure a default within five
(5) business days after receiving Notice of Default. Contractor understands and agrees that
termination of this Agreement under this section shall not release Contractor from any
obligations accruing prior to the effective date of termination.

ARTICLE 12 - CITY’S TERMINATION RIGHTS
12.1 The City shall have the right to terminate this Agreement, in its sole discretion at any
time, with or without cause, upon ten (10) days written notice to Contractor. In such event, the
City shall pay Contractor compensation for Construction rendered prior to the effective date of
termination. The City shall not be liable to Contractor for any additional compensation, or for
any consequential or incidental damages.

ARTICLE 13 - NOTICES
13.1  All notices, demands, correspondence and communications between the City and Contractor
shall be deemed sufficiently given under the terms of this Agreement when dispatched by registered
or certified mail, postage prepaid, return receipt requested, addressed as follows:

To Contractor: Solutions Capital Group, Inc.
Attn: Viler Cherisol
666 NE 125" Street, #243
North Miami, FL 33181
Phone: (786) 449-9005
Fax: (J)__ -

vcherisol@allflaconstruction.com

To City: City of North Miami
Attn: City Manager
776 N.E. 125" Street
North Miami, Florida 33161

With a copy to: City Attorney
City of North Miami
776 N.E. 125" Street
North Miami, Florida 33161

13.2  Either Party may at any time designate a different address and/or contact person by
giving notice as provided above to the other Party. Such notices shall be deemed given upon
receipt by the addressee.

13.3 In the event there is a change of address and the moving Party fails to provide notice to
the other Party, then notice sent as provided in this Article shall constitute adequate notice.
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ARTICLE 14 - INDEMNIFICATION
14.1  Execution of this Agreement by Contractor is a representation that Contractor has visited the
Work Site and is familiar with the local conditions under which the Construction is to be performed,
and relieves the City from any liability in regard to any matter not immediately brought to the
attention of the City.

14.2 The Contractor shall defend, indemnify and hold harmless the City, its officers and
employees from and against any and all claims, costs, losses and damages including, but not
limited to reasonable attorney’s fees, caused by the negligent acts or omissions of the Contractor,
its officers, directors, agents, partners, Subcontractors, employees and managers in the
performance of the Construction under this Agreement.

14.3  The Contractor shall be fully responsible to City for all acts and omissions of the Contractor,
its employees, Subcontractors, suppliers, or other persons directly or indirectly employed by its
Subcontractors or suppliers, and any other persons or organizations performing or furnishing
supplies under a direct or indirect agreement with Contractor. Nothing in the Contract Documents
shall create any contractual relationship between City and any such Subcontractor, supplier or other
person or organization, nor shall it create any obligation on the part of City to pay or to cause the
payment of any money due any Subcontractor, supplier, employee or agent except as may otherwise
be required by law.

14.4  The Contractor shall assume full responsibility for any damage to any mangroves, preserves,
private or public land or areas, resulting from the performance of this Agreement.

14.5 If any Subcontractor, supplier, laborer, or materialmen of Contractor or any other person
directly or indirectly acting for or through Contractor files or attempts to file a mechanic's or
construction lien against the real property on which the work is performed or any part or against any
personal property or improvements or make a claim against any monies due or to become due from
the City to Contractor or from Contractor to a Subcontractor, for or on account of any work, labor,
construction services, material, equipment, or other items furnished in connection with the
Construction, Contractor agrees to satisfy, remove, or discharge such lien or claim at its own
expense by bond, payment, or otherwise within ten (10) days of the filing or from receipt of written
notice from the City.

14.6  Nothing contained in this Agreement is any way intended to be a waiver of the limitation
placed upon the City’s liability as set forth in Chapter 768, Florida Statutes. Additionally, the
City does not waive sovereign immunity, and no claim or award against the City shall include
attorney’s fees, investigative costs or pre-judgment interest.

ARTICLE 15 - WARRANTY
15.1 The Contractor warrants that all materials and workmanship, whether furnished by the
Contractor, its Subcontractors or suppliers will comply with the Contract Documents.

15.2  Contractor warrants that all materials and workmanship furnished, whether furnished by the
Contractor, its Subcontractors or suppliers shall be of good quality will be free from defects whether
patent or latent in nature. If, within one (1) year after the date of final completion or such longer
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period of time as may be prescribed by laws or regulations, or by the terms of any applicable special
guarantee required by the Contract Documents, any work is found to be defective, whether observed
before or after acceptance by City, Contractor shall promptly, without cost to City, either correct
such defective work, or, if it has been rejected by City, remove it from the site and replace it with
non-defective work that is satisfactorily correct to the City. If Contractor does not promptly comply
with the terms of such instructions, the City may have the defective work corrected and all direct,
indirect and consequential costs of such removal and replacement, including but not limited to fees
and charges of engineers, attorneys and other professionals, shall be paid by Contractor.

15.3 It is understood and agreed by the Contractor that the North Miami Building Department
and its inspectors are professionals who are dedicated to providing efficient and courteous service
to all residents, professionals, contractors and the public at large through plans processing,
inspections and building maintenance, which ensures the protection of the citizens and enhances
the quality of life within the City. For the purposes of this project, the Building Department is not
a surrogate of the City. All decisions by the Building Department as to whether some aspect of the
Project is or is not in compliance with the Florida Building Code, Florida Fire Prevention Code
and/or any other applicable codes, regulations, laws and ordinances are independent of and not
deemed to be an act or a decision by the City. The Contractor agrees that it shall be the
responsibility of the Contractor to ensure compliance with all applicable codes, regulations, law and
ordinances. The Contractor warrants and accepts that any and all work necessitated by inspections
which is not prescribed in the plans or specifications, but necessitated to bring the project into
conformity with the Contract Documents and all applicable laws, codes, regulations, procedures
and/or considered inside the contemplation of the Contract Documents shall be deemed the
responsibility of the Contractor at no additional cost to the City.

ARTICLE 16 — INSURANCE & BONDS

16.1 Prior to the execution of this Agreement, the Contractor shall submit certificate(s) of
insurance evidencing the required coverage and specifically providing that the City is an additional
named insured. Contractor shall not commence work under this Agreement until after Contractor
has obtained all of the minimum insurance described in the Contract Documents and the policies of
such insurance detailing the provisions of coverage have been received and approved by the City.
Contractor shall not permit any Subcontractor to begin work until after similar minimum insurance
to cover Subcontractor has been obtained and approved. In the event the insurance certificate
provided indicates that the insurance shall terminate and lapse during the term of this Agreement,
Contractor shall furnish, at least thirty (30) calendar days prior to expiration of the date of the
insurance, a renewed certificate of insurance as proof that equal and like coverage and extension is
in effect. Contractor shall not continue to perform the Construction required by this Agreement
unless all required insurance remains in full force and effect.

16.2  All insurance policies required of the Contractor shall be written by a company with a
Best's rating of B+ or better and duly authorized and licensed to do business in the State of
Florida and be executed by duly licensed managers upon whom service of process may be made
in Miami-Dade County, Florida.

16.3 A payment and performance bond in the amount of 100% of the compensation amount of
this Agreement shall be required by the Contractor prior to the commencement of Construction.
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The payment bond shall secure and guarantee payment of all persons performing labor or
providing materials for the Construction rendered under this Agreement. The performance bond
shall secure and guarantee Contractor’s faithful performance of this Agreement, including but
not limited to Contractor’s obligation to correct defects after final payment has been made as
required by the Contract Documents.

ARTICLE 17 - FORCE MAJEURE

17.1 A “Force Majeure Event” shall mean an act of God, act of governmental body or military
authority, fire, explosion, power failure, flood, storm, hurricane, sink hole, other natural disasters,
epidemic, riot or civil disturbance, war or terrorism, sabotage, insurrection, blockade, or
embargo. In the event that either Party is delayed in the performance of any act or obligation
pursuant to or required by the Agreement by reason of a Force Majeure Event, the time for
required completion of such act or obligation shall be extended by the number of days equal to
the total number of days, if any, that such Party is actually delayed by such Force Majeure Event.
The Party seeking delay in performance shall give notice to the other Party specifying the
anticipated duration of the delay, and if such delay shall extend beyond the duration specified in
such notice, additional notice shall be repeated no less than monthly so long as such delay due to
a Force Majeure Event continues. Any Party seeking delay in performance due to a Force
Majeure Event shall use its best efforts to rectify any condition causing such delay and shall
cooperate with the other Party to overcome any delay that has resulted.

ARTICLE 18 - LIQUIDATED DAMAGES

18.1 It is mutually agreed that time shall be an essential part of this Agreement, and that in
case of the failure on the part of the Contractor to achieve completion of Construction within the
time specified and agreed upon under Article 3 of this Agreement, the City will be damaged
thereby. Therefore, it is understood that Three Hundred Fifty Dollars ($350.00) per consecutive
calendar day will be deducted, as liquidated damages, for each day beyond the specified
completion time. Contractor agrees that said sum shall be deducted from monies due to
Contractor under this Agreement, or if no money is due, the Contractor agrees to pay to the City
as liquidated damages, and not by way of penalty, the amount of Three Hundred Fifty Dollars
($350.00) per consecutive calendar day delayed in finishing the Construction, in excess of the
number of calendar days prescribed in this Agreement.

18.2 The City may, in lieu of the above, notify the Contractor to cease work and the City will
complete the work. The cost of completion thereof to the City including all materials, rent,
labor, equipment and necessary supervision plus fifteen percent (15%) for overhead, shall be
deducted from Contractor’s compensation.

ARTICLE 19 - PUBLIC RECORDS
19.1 Contractor understands that the public shall have access, at all reasonable times, to all
documents and information pertaining to City contracts, subject to the provisions of Chapter 119,
Florida Statutes, and agrees to allow access by the City and the public to all documents subject to
disclosure under applicable law.

19.2  Contractor shall additionally comply with Section 119.0701, Florida Statutes, including
without limitation, the following conditions: (1) keep and maintain public records that ordinarily
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and necessarily would be required by the City to perform this service; (2) provide the public with
access to public records on the same terms and conditions as the City would at the cost provided
by Chapter 119, Florida Statutes, or as otherwise provided by law; (3) ensure that public records
that are exempt or confidential and exempt from disclosure are not disclosed, except as
authorized by law; (4) meet all requirements for retaining public records and transfer, at no cost
to the City, all public records in its possession upon termination of this Agreement and destroy
any duplicate public records that are exempt or confidential and exempt from disclosure
requirements; and (5) all electronically stored public records must be provided to the City in a
format compatible with the City’s information technology systems.

ARTICLE 20 - MISCELLANEOUS PROVISIONS
20.1  No waiver or breach of any provision of this Agreement shall constitute a waiver of any
subsequent breach of the same or any other provision hereof, and no waiver shall be effective
unless made in writing.

20.2  All representations, indemnifications, warranties and guarantees made in, required by, or
given in accordance with this Agreement, as well as all continuing obligations indicated in the
Contract Documents, shall survive final payment, completion and acceptance of the Services and
termination or completion of the Agreement.

20.3  Should any provision, paragraph, sentence, word or phrase contained in this Agreement
be determined by a court of competent jurisdiction to be invalid, illegal or otherwise
unenforceable under the laws of the State of Florida, such provision, paragraph, sentence, word
or phrase shall be deemed modified to the extent necessary in order to conform with such laws,
or if not modifiable, then same shall be deemed severable, and in either event, the remaining
terms and provisions of this Agreement shall remain unmodified and in full force and effect or
limitation of its use.

20.4 This Agreement constitutes the sole and entire agreement between the Parties. No
modification or amendments to this Agreement shall be binding on either Party unless in writing
and signed by both Parties.

20.5 This Agreement shall be construed and enforced according to the laws of the State of
Florida. Venue in any proceedings between the Parties shall be in Miami-Dade County, Florida.

20.6 The City reserves the right to audit the records of the Contractor covered by this
Agreement at any time during the provision of Services and for a period of three years after final
payment is made under this Agreement.

20.7 The Contractor agrees to comply with and observe all applicable federal, state, and local
laws, rules, regulations, codes and ordinances, as they may be amended from time to time.

20.8 Services shall not be subcontracted, transferred, conveyed, or assigned under this

Agreement in whole or in part to any other person, firm or corporation without the prior written
consent of the City.
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20.9 The City of North Miami is exempt from Federal Excise and State taxes. The applicable
tax exemption number or certificate shall be made available upon request.

20.10 The professional Services to be provided by Contractor pursuant to this Agreement shall
be non-exclusive, and nothing herein shall preclude the City from engaging other firms to
perform Services.

20.11 This Agreement shall be biding upon the Parties herein, their heirs, executors, legal
representatives, successors and assigns.

20.12 The Contractor agrees that it shall not discriminate as to race, sex, color, creed, national
origin, or disability, in connection with its performance under this Agreement.

20.13 In the event of any dispute arising under or related to this Agreement, the prevailing party
shall be entitled to recover all actual attorney fees, costs and expenses incurred by it in
connection with that dispute and/or the enforcement of this Agreement, including all such actual
attorney fees, costs and expenses at all judicial levels, including appeal, until such dispute is
resolved with finality.

20.14 All other terms, conditions and requirements contained in the Contract Documents, which
have not been modified by this Agreement, shall remain in full force and effect.

20.15 This Agreement may be executed in two or more counterparts, each of which shall
constitute an original but all of which, when taken together, shall constitute one and the same
Agreement.

[The remainder of this page is intentionally left blank.]
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IN WITNESS WHEREOF, the Parties have executed this Agreement by their
respective proper officers duly authorized the day and year first written above.

ATTEST: Solutions Capital Group, Inc., a Florida for-profit
corporation:

Corporate Secretary or Witness: “Contractor”

DocuSigned by:

Uler (lurisel
By By D847955B69CA40C

. . Viler Cherisol

Print Name: Print Name: ermhense
Title: Title; Presi@ent

5/28/2014
Date: te:

ATTEST: City of North Miami, a Florida municipal
Corporation: “City”

DocusSigned by: DocuSigned by:

By 'm%cmmm By DW ?Amy

Michael A. Etienne "Aleem A. Ghany
City Clerk Interim City Manager

APPROVED AS TO FORM AND
LEGAL SUFFICIENCY:

DocuSigned by:
[ch Mo stime
By:

0787ZRROIMBCZR43.

Regine M. Monestime
City Attorney
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Exhibit A

SCOPE OF WORK

1. GENERAL

a) The BUILDING CODE as set forth in Chapter 8 of the Code of Miami-Dade County, the
PUBLIC WORKS MANUAL OF METROPOLITAN DADE CITY, and the 2006 EDITION OF THE
FLORIDA DEPARTMENT OF TRANSPORTATION'S DESIGN STANDARDS FOR DESIGN,
CONSTRUCTION, MAINTENANCE AND A OPERATIONS ON THE STATE HIGHWAY SYSTEM, as
amended by the Contract Documents; all are hereby incorporated by reference.

b) Unless otherwise specifically noted, the 2007 FLORIDA DEPARTMENT OF
TRANSPORTATION'S = STANDARD SPECIFICATIONS FOR ROAD -AND BRIDGE
CONSTRUCTION is hereby incorporated by reference and page numbers refer to that edition. Where
the FDOT Standard Specifications appear to conflict with other topics specifically covered by these
Contract documents, the FDOT standards shall not apply.

) Miami-Dade County's TRAFFIC CONTROL EQUIPMENT SPECIFICATIONS AND
STANDARDS (TCESS) FOR THE METRO TRAFFIC CONTROL SYSTEM with its supplements or
addenda is incorporated herein by reference and shall be considered a part of these Special
Provisions. The above document, as modified herein, shall govern the installation or construction of all
traffic signalization, signing and pavement marking on this project.

d) The FLORIDA TRENCH SAFETY ACT (Sections 553.60-553.64, Florida Statutes) is hereby
incorporated by reference and made a part of these Special Provisions. The purpose and intention of
the State of Florida "Trench Safety Act" is to provide for increased worker safety by requiring
compliance with sufficient standards for trench safety and providing additional specific requirements
when the excavation is in excess of five (5) feet deep. By executing the Contract, the Contractor
certifies that he is fully aware of the Trench Safety Act, and will comply with applicable trench safety
standards.

e) In accordance with Sections 553.60-553.64 of the Florida Statutes, the bidder acknowledges
those included in the various items of the proposal and in the total bid price are costs for complying
with the Florida Trench Safety Act, laws of Florida effective October 1, 1990.

The above referenced Standards are intended to supplement, not supersede the requirements
set forth herein and, unless otherwise noted, the latest revision shall apply. Where differences occur
between referenced Standards and the Contract Documents, the more stringent shall apply unless
otherwise directed by the Engineer in writing. ' '

2. LOCATION OF WORK

The location of work to be performed under the terms of this Agreement shall be as follows:
1. NE 8" Avenue and 123" Street.

3. PLANS AND WORKING DRAWINGS
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a) Plans:

There are no Engineering plans accompanying these Contract Documents. However,

typical details and/or sketches regarding the proposed work along with surveys of the
intersections have been provided. Additional standard details are available in the Miami-Dade
County Public Works Manual and the Florida Department of Transportation's Design
Standards for Design, Construction, Maintenance and Utility Operations on the State Highway
System. The City through its Engineer shall have the right to modify the details and/or
sketches, to supplement the sketches with additional plans andfor with additional information
as the work proceeds; all of which shall be considered as plans accompanying these

Specifications herein generally referred to as the "Plans and specifications.”

In case of

disagreement between the Plans and Specifications, the Engineer shall make a final

determination as to which shall govern.

b) Working Drawings:

The Contractor shall prepare whatever detailed working drawings are necessary to enable him
to fabricate, erect, and construct all parts of the work in conformity with the Plans and
Specifications. Working drawings shall include shop drawings and erection diagrams for
structural steel where required. Working drawings shall be submitted to the Engineer in
triplicate; one set will be returned to the Contractor approved of showing the changes or
cofrections required; if changes or corrections are required, five copies shall be resubmitted
until they are approved. Payment for working drawings, revisions thereof, arid for copies
furnished, shall be included in the amounts bid for materials or work. The Contractor shall
furnish as many sets of paper blueprint copies for working drawings as the City and the
Engineer may need for the work. The Contractor should allow a minimum of fourteen (14)

calendar days for the City's approval of drawings.

The City shall not be responsible for errors or minor discrepancies of the Contractor's

drawings, even though approved.

FPERNITe AL

4. PERMITS AND LICENSES

a) Permits:

It shall be the contractor's responsibility to obtain all permits required for the job prior to
commencement of work. Permits to perform work within the City's Right-of-way are issued by
the City of North Miami Building and Zoning Department located at 12400 NE g Avenue,

North Miami, Florida 33161.

Additional permits, which may be required by other agencies, including those requ
removal and/or relocation will be the responsibility of the contractor.

ired for tree

The actual cost for City issued permits only, excluding the Miami-Dade County surcharge

applied to every permit within the City, will be waived.

b) Licenses

At the time of Bid the Bidder must hold a valid, current, and active license as a FLORIDA

Page 2 of 35
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and description of equipments.

Upon receipt of the Notice to Proceed and/or Work Order, the Contractor shall commence
work within five (5) calendar days and continue such work in an expeditious manner to a

conclusion acceptable Engineer.
7. FIELD OFFICE
A local field office is not required.

8. UTILITIES

The Contractor shall make all necessary arrangements with the uiility companies concerned
for maintenance of their lines during the construction period. In the event that a complete
relocation of utilities is required, but has not been accomplished prior to the effective, date of
rk under this
Contract, and shall schedule his work to avoid interference with the utility relocation work.

the "Notice to Proceed,” the Contractor, nevertheless shall commence wo

Contractor will be required to pay and coordinate and file all necessary forms to ensure
that water meters are provided as required for irrigation at the traffic circle. CONTACT

Mr. Aleem Ghany, Director Public Works at 305-895-9838.

The City will not be liable for any delay or added expense the Contractor experiences due to
the activities of utility companies, nor shall the City be held responsible for any damages o

any utilities due to any actions by the Contractor.

NOTE: The Contractor shall contact the Sunshine State One Call of Florida at 1-800-
432-4770 and other affected utility owners at least forty-eight (48) hours prior to

commencing any trenching or excavation on this project.

The Contractor shall coordinate the raising and/or lowering or removal of utility

systems with those Utilities having jurisdiction.

9. DAILY NOTIFICATION

The Contractor shall notify the Engineer daily where each of his crews will be working and
what work will be done. This notification shall be given each weekday between 3:00 p.m. and

4:00 p.m. on the prior day.

10. LIMITATION OF OPERATIONS

No work shall be done at all on Saturday or Sunday or any day between the hours 6:00 p.m.
and 7:00 a.m.; except such work as is necessary for the proper care and protection for the
work already performed, of, except that permission to do such work may be secured from the

Engineer.

The Contractor may request in writing to work weekends andor nights should such work
allows for the expeditious completion of the Work. The final approval shall be made by the
Engineer. Weekend and/or night work shall not substitute for regular workweek hours.
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11, PERFORMANCE OF WORK
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The Contractor shall ensure that existing utility poles are properly protected during installation #
of pipes and structures and shall coordinate with the utility pole owner any safeguards
necessary to protect the utility pole including pracing of the pole, if necessary. All costs for
protection of utility poles and any costs for the temporary bracing by the utility pole owner shall

be the responsibility of the Contractor and shall be considered incidental to and included in the
terms of the "Bid Form”. No additional compensation will be allowed. '

&

12. PROJECT TIME SCHEDULE

After a "Notice to Proceed” and issuance of a Purchase Order(s), the Contractor shall
commence the work within five (5) calendar days from the date of each Work Order and
continue all work in an expeditious manner to a conclusion acceptable to the Engineer.

As time is an essential element of the contract, the Contractor is expected to supply sufficient
work force material and equipment to perform the work listed under the "Scope of Work” in
accordance with the schedule(s) approved by the Engineer and the requirements stipulated in
the Contract Documents.

, The lack of personnel, equipment or unsuitability of said equipment shall not be an
| acceptable reason for falling behind schedule.

All activities required 1o be performed to complete the Work, including site restoration and
punch list items, shall be completed within the Contract time.

Progress of the work for each Work Order shall be judged based on a proportion of the
amount of work completed and accepted, to the number of calendar days that remain on the
| Contract. Contract work completed shall not fall behind by more than ten (10) percentage
; points, according to the total number of days past since the issue date of the Work Order(s).
The lack of equipment or unsuitability of said equipment shall not be an acceptable reason for
falling behind schedule.

If the Contractor fails 10 complete all work under the contract within the time specified in the
"Notice to Proceed" and/or Work Order(s), or fails 10 perform the work with sufficient personnel
and equipment or with sufficient materials to assure the prompt completion of the work
assigned, or discontinues the prosecution of the work, or fails to resume work which has been
discontinued within a reasonable time after notice to do so, or becomes insolvent or is
declared bankrupt, or files for reorganization under the bankruptcy or insolvency code, or for
any other cause whatsoever, fails to carry on the work in an acceptable manner, of if the
surety executing the bond, becomes unsatisfactory in the opinion of the City, the Engineer will
give notice in writing to the Contractor and his surety of such delay, neglect, or default.
Additionally, the City may opt to not issue further Work orders and/or to cancel the Contract in
addition to assigning a non-responsive Contractor Evaluation rating.

43. RESTORATION OF PROPERTY

Property, public or private, if damaged during construction. or removed for convenience of
work, shall be repaired or replaced at Contractor's sole expense in a manner acceptable to the
Engineer, prior to continuation of work.
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14.

15.

Such facilities shall include, but are not limited to: Traffic signs and miscellaneous hardware S

removed from construction site, decorative signs, street lights, driveways, portions of yards,
approaches, walkways, walls, fences, footings or underground utilities as well.

Notes:

1. Contractor will encounter some driveways within the work area. Such driveways shall
be reconstructed as needed to meet with the final layout of the intersection
improvements. Contractor shall obtain approval from the engineer to receive approval

for any improvements that may impact adjacent property owners. Curb and Guitter
shall be tapered and driveways (whether paved or not) shall be addressed on @ case
by case with NO EXCEPTIONS. This work shall be paid out of related items on the bid
form. No additional payment will be made on this item by the City.

2. All street name signs shall remain in place during time of construction except those
required to be relocated .due to interference with actual construction. All signs
relocated or damaged by the Contractor during the course of the work shall be re-

installed or replaced at the proper location, as soon as possible at the Contractor's
expense.

Prior to the removal of any traffic contro! signs that interfere with the construction, the
Contractor shall provide temporary signing of other provisions to assure a continuous
flow of traffic under at least the same conditions as previously existed.

3. Einal Clean-Up: Upon completion of all work specified herein at each work site and
before acceptance and payment is made, Contractor shall remove from each work- site
all machinery, equipment, surplus and discarded materials, rubbish and temporary

structures. Material cleared from site and deposited on adjacent property will not be
considered as having been disposed of satisfactorily.

LEGAL RESTRICTIONS, PERMITS, AND TRAFFIC PROVISIONS

The Contractor shall procure, at his own expense, all necessary licenses and permits arid shall
give due and adequate notices 1o those in contro! of all properties that may be affected by
Contractor's operations. The Contractor shall conform to all applicable laws, regulations, or
ordinances with regard to 1abor employed, hours of work and his general operations.

The Contractor shall not close any thoroughfare nor interfere in any way with traffic on
railway, highways, or on water, without the written consent of the proper authorities.

The Contractor shall be cognizant of and comply with the City Ordinance regulating the
removal and/or relocation of all trees. Contractor shall restore the right-of-way as well as any
affected adjacent private property.

COMPENSATION

WA

All compensation for services called for in this Contract shall be made on the basis of the

Contract Prices for guantities based upon the actual work performed, inspected and accepted

by the Engineer. Such compensation shall be complete payment for all phases of the
Page 7 of 35
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16.

17.

operation and no additional payment shall be made for any reason whatsoever.

Each item listed on the bid form shall be fully provided inclusive of all equipment, labor,
materials, and permits at the price indicated on the bid form for work installed and approved or
percentage complete of lump sum. Price provided on the bid form shall be for 100% complete
and approved work to cover those aspects of the job necessary to fulfill the intent of the project
as per the City of North Miami. All measurements shall be field verified prior to payment
processing. No price changes will be granted to the price because of the Contractor's failure
to understand the intent of the project as presented in the mandatory pre-bid meeting,
preconstruction meeting, or as part of the project specifications, conceptual drawings,
ordinances, laws, regulations, or the agreement.

Payment shall be processed from the date the invoice is approved by the engineer and 45
days for check to be issued.

LIQUIDATED DAMAGES

The Contractor, or in case of his default the surety, shall pay to the City, not as a penalty but
as liguidated damages, the amount stipulated below should the Contractor fail to complete all
work specified within the time stipulated in the Contract including exira time granted in writing
by the City.

The City does not waive its right to liquidated damages due under the Contract by aliowing the
Contractor to continue and to finish the work, or any part of it, after the expiration of the
Contract Time including granted time extensions.

The requirements of this Section may not be waived, compromised or settled without the
express written consent of the City.

USE OF PUBLIC STREETS

The use of public streets and alleys shall be such as to provide a minimum of inconvenience to
the public and to other traffic. The Contractor shall immediately remove any earth or other
excavated material spilled from trucks and clean the streets to the satisfaction of the governing
authority. :

The Public Works Department has not made any attempt to define the equipment to be used
in transporting the excavated material since this may vary; however, the Contractor shall abide
by the following general requirements:

Transport vehicles must be of the type(s} approved for this application by the political
jurisdiction involved.

General requirements are that the vehicles have watertight bodies that they are properly
equipped and fitted with seals and covers to prohibit material spillage or draining, and that they
are cleaned as often as is necessary {o prevent deposit of material on roadways.

Vehicles must be loaded within all legal weight limits and operated safely within all traffic and
speed regulations. The Contractor must take special care to provide access to businesses,
Page 8 of 35
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18.

19.

schools and homes aleng the route of the work at all times. The City does not have areas *

designated as staging areas.

SCOPE OF WORK

Work under this Contract consists of furnishing all supervision, labor, materials, equipment,
tools and performing all operations necessary for Roadway Improvements/T raffic Calming.
This work includes proper coordination and placement of an MOT, installation of road base
and asphaltic surfaces, pavement removal, pavement milling, pavement markings/striping,
instaliation of concrete pavers, signage, ensuring proper drainage, installation of sidewalks,
ramps, detectable warnings, concrete curb and gutter, providing complete site restoration
where required, installation of landscaping and irrigation, coordinating with FPL for electrical
service, installation of “unistrut” systems for irrigation controls and meter can, and other
elements of traffic calming device construction in a professional and timely manner.

The proposed circle will be constructed based on the conceptual drawings provided. The
concept drawings include two separate designs which shall be applied to the location as noted
on the location map provided.

Location of said circle will be at the discretion of the Engineer. Completion of said
circle will serve as a “mock-up” to the rest of the Work and will be necessary prior to
the authorization of the construction of any other portion of the Work under the
Contract. In the event the mock-up is unacceptable to the City, no further
authorizations under the contract will be made. Payment will be limited to those
portions of the job that are accepted. No payment shall be made for portions that either
have not been completed or are found unacceptable.

Incidental items required for areas such as street light, traffic signal installation, etc. may be
added to this contract. However, incidental items may or may not be used for this contract.

The Contractor shall contact the Sunshine State One Call of Florida, inc. at 1-800-432-4770
and other affected utility owners at least forty-eight (48) hours prior to commencing any
trenching or excavation on this project. '

MAINTENANCE OF TRAFFIC (FDOT SECTION 102)

It is essential that all detour signs, traffic controls and barricades be placed adequately and all
controls inspected by the contractor at the close of every business day.

The applicable portions of the 2003 edition of the Manual of Uniform Traffic Control Devices
(MUTCD), FDOT MOT Standard and Equipment (600 Series Indices in the Design Standards
dated 2008) and Public Works Manual, Part 1, Standard Details, as pertain to the maintenance
of traffic, shall be included as part of this coniract documents. No work shall commence on
this project or any portion thereof without implementation of this plan.

Excavated or other material stored adjacent to, or partially upon a roadway pavement, shall be
adequately marked for traffic safety at all times.

All traffic control devices (including signs), warning devices and barriers shall be furnished by
Page 9 of 35
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20.

21.

the Contractor.

The Contractor shall provide the necessary safe access to all adjacent property during
construction activities inciuding but not limited, to entrances to all residences and business
establishments within the project limit.

Special attention shall be given for directing the flow of pedestrian and vehicular traffic,
especially in areas surrounding schools.

A State of Florida MOT Advanced Certified Technician is required for layout and maintenance
of approved MOT plans. The MOT Certified Technician must be on site at all times and will be
responsible for making all changes to MOT Plans and field conditions, if required.

Traffic may be detoured only upon approval of the Director of the Public Works Department
(Note: Contractor must submit an MOT plan prior to closure of roads for review and approval
by the Public Works Department). SUCH MOT PLAN MUST BE_SIMILAR TO THE
ATTACHED “SAMPLE MOT SUBMITTAL”.

The total compensation under this item shall not exceed 2% of the Contract Base Estimate
Amount. Payment shall be full compensation for all work and costs specified under this
Section including furnishing, installing, operating, maintaining and removing all required traffic
control devices, signs, warning devices, barriers and other MOT devices or requirements not
specifically covered for payment.

Whenever a material, article or piece of equipment is identified on the Plans of in the
Specifications by reference to manufactures’ or vendors' names, trade names, catalog
numbers, or otherwise, it is intended merely to establish a standard; and, any material, article,
or equipment of other manufactures or vendors which will be perform or serve the
requirements of the general design will be considered equally acceptable provided the
material, article, or equipment so proposed, is, in the opinion of the Engineer, equal in
substance, quality and function. It shall not be purchased or installed by the Contractor without
the Engineer's priof written approval. '

RETAINAGE

For Work Order Contracts, the retain age, uniess otherwise stipulated within these Contract
Documents, shall be ten percent (10%) of the total value of all work paid for to the date of the
Work Order progress payment. However, at the written request of the Contractor, after fifty
percent (50%) of the labor has been performed and fifty percent (50%) of the material has
been delivered or incorporated into the Work Order, and if, in the opinion of the Engineer,
satisfactory progress is being made in accordance with the current accepted schedule, the
City may reduce the retain age to five percent on the current and remaining estimates. The
Contractor may request further reduction of retain age subsequent to punch list completion or
when the Work Order work is satisfactorily completed and the Contract is held open as a result
of changes requested by the Engineer. The retain age that is deducted each month is
reserved by the City as partial guarantee to ensure the full, faithful and timely performance of
the work as exhibited in the Work Order, by the Contractor.

CLEARING AND GRUBBlNG-DEMOLlTIONICLEARINGIRELOCATION (FDOT SECTION
Page 10 of 35
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22.

23.

24.

110}

The contract unit price bid as indicated in the Bid Form of the Proposal shall be full
compensation for all work required for clearing and grubbing; including, but not limited to,
removal of asphalt pavement, concrete pavement, sidewalks, driveways, asphalt aprons,
concrete approaches, grass, soil, irrigation systems, drainage structures and pipes,
vegetation, trees, trash, debris, tree trimming, cleaning and plugging of existing drainage
system left in place within the entire length of the project and all other obstructions resting on
or protruding through the surface of the existing ground and all other work related to clearing
and grubbing. The contractor shall dispose of all debris in a legal manner. All trees and shrubs
to remain within limits of the job site shall be protected, as indicated in the plans and/or as
directed by the Engineer. Also included in this section shall be the grading and final dressing
required to provide the necessary terrain configuration to facilitate an effective drainage run-
off.

The Contractor shall coordinate all work as required by law, codes and/or regulations from
agencies having jurisdiction.

The Contractor shall not include any costs incurred for any other type of work if payments for
these items are specifically provided for in separate bid items.

REMOVAL OF EXISTING CURB AND/OR GUTTER

Work includes removal of existing curb and/or gutter and disposal of materials at legal sites.
Material may be removed by either saw cutting the slab perpendicular to the fong edge, or by
any other means that will produce a clean neat cut (if at existing joint) or any other acceptable
means to the Engineer. Price and payment under the applicable items below shali include all
required saw cutting or means of removal.

Payment for this item shall be paid through the clearing and grubbing item.

REMOVAL OF EXISTING SIDEWALK

Work includes removal of existing sidewalk and/or asphalt path, disposal of materials at legal
sites which have been pre-approved by the Engineer, and preparation of subgrade including
any required filling, grading, leveling and compaction to meet the subgrade requirements of
Section 145.04 of the Miami-Dade County Public Works Manual. Material may be removed by
either saw cutting the slab perpendicular to the long edge, or by any other means that will
produce a clean neat cut (if at existing joint) or any other acceptable means to the Engineer.

EARTHWORK AND RELATED OPERATIONS

01. Grading
Contractor shall inciude cost of all grading in the item bid price for the appropriate items.
02. Regular Excavations
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25.

Regular Excavation shall consist of the excavation and the utilization, of all materials
necessary for the construction of the roadway, side ditches, and lateral ditches, within the
roadway right-of-way, (inciuding satisfactory disposal of excess material).

No separate payments will be made for any regular excavation on this project. All excavations
shall be incorporated in each specific item as necessary to ensure the work is 100% complete.

03. Subsoil Excavations

A quantity for Subsoil Excavation has not been included in this project. Any work that falls
within this specification is a contingent item to be utilized only upon the determination by City
that unsuitable material has been found within the limits of construction and that it must be
removed. The work consists of excavation of unsuitable material (and suitable if in conflict
with removal of unsuitable) and replacement with approved suitable material to the original
limits or as directed by the Engineer. Contractor shall include cost of satisfactory disposal of
excess and/or unsuitable material.

04. Embankment

(From Contractor's Own Source, including Grading) This item consists of providing clean
suitable fill material in areas where the elevation of the existing ground must be raised to a
higher elevation (6" below bottom of proposed sidewalk}, in order to place the new sidewalk
{or road widening if required).

Work under this item includes price of material from Contractor's own Source, hauling, grading,
and tamping as directed by the Engineer.

Measurement shall be made on a loose volume basis, as measured in trucks or other hauling
equipment at the point of dumping.

If measurement is made in vehicles the Contractor shall level the material to facilitate accurate
measurements. suitable fill material for this item shall consist of clean granular material free to
any clay, deleterious material or large rocks (nothing larger than 2-112in. in the top 12 inches).

TYPE "B” STABILIZATION (FDOT SECTION 160)

Compaction -The density requirements for all embankment and subgrade involved in this
Section shall be @ minimum ninety five (85) percent for non-roadway areas and ninety eight
(98) percent for roadway areas, of maximum density as determined by AASHTO T-180.

California Bearing Ratio Regquirements: Suitability of the soil to be compacted shall be
determined by the California Bearing Ratio Test as outlined in ASTM D 1883-87. Tests shall
be made on each separate course, generally before the materials have peen compacted. Any
areas where the materials have a C.B.R. value of less than thirty (30) at ninety five (95)
percent of the maximum density as determined by AASHTO T-180 shall be stabilized (or
further stabilized) as specified herein.

There shall be no undertolerances in the C.B.R. permitted.
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payment for stabilizing including all labor and materials shall be made at the Contract Unit
Price Bid as indicated in the Bid Form of the Proposal. If minor stabilization is required for

roadway work as part of this project, it shall be included I the price for rock base.

Such price and payments shall constitute full compensation for all work specified I this
gection for Type ng" Stabilization, including furnishing, spreading and mixing of all stabilizing
material required and any reprocessing of stabilization areas necessary to attain the gpecified
bearing value.

PREPARED SOIL LAYER (FDOT SECTION 162}

Not Used

ROCK BASE

nUL D L —

DESIGN CRITERIA FOR ROADWAY BASE and SUBGRADE

(@) Requirements
Roadway subgrade shall not have a thickness, pearing ratio, of density less than the following:

Type of Compacted Florida Limerock Minimum
Roadway Stabilized Bearing Bearing Density
Subgrade Value Ratio AASHTO T-180
Thickness -
Local 12" 60 40 98%
Proctor
Collector 12" 60 40 08%
Proctor
() Constructien

The construction of the stabilized subgrade shall conform to the FDOT Standard Specifications
for Road and Bridge Construction, \atest edition. The use of a reinforcing geofabric may be
considered for application pelow the subgrade 10 help obtain the required compaction, subject
to the approval of the Public Works Director. The fabric shall meet the specifications of FDOT,

Standard Specifications for Road and Bridge Construction.
() Testing

Test points for the subgrade pearing capacity and compaction shall be located no more than four
hundred (400) feet apart and shall be staggered to the lefi, right, and on the centerline of the
roadway. The test results shall be submitted by the Engineer of Record to the Public Works
Department. Wwhen, in the judgment of the Public Works Director, conditions warrant additional
testing, the Engineer of Record will be advised that additional tests will be required and the
extent of such additional tests. Such tests shall be in accordance with the provisions of the
FDOT Standard gpecifications for Road and Bridge Construction of other applicable testing
requirernents.

BASE COURSES FOR FLEXIBLE PAVEMENTS

(a)Base course material normally used is limerock. Other alternate base COUrse materials may
page 13 of 35
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&
be considered for use for special design conditions with the approval of the Public Works &

Director. These alternate materials include any FDOT approved base course. All materials
and construction shall conform to FDOT Standard Specifications for Road and Bridge
Construction, latest edition. If limerock base material is approved for construction, the
thickness and density shall not be less than the following:

Type of Compacted  Minimum

Development Base Depth _ Density AASHTO T-180
Local 8’ 98% Proctor

Collector 8" 98% Proctor

(b) If an alternate base material is approved for use, equivalent minimum densities must be
achieved.

(c) Base materials and plant mixes inciuding plant, methods & equipment shall be certified in
accordance with the FDOT Standard Specifications for Road and Bridge Construction, latest
edition. Base materials and plant mix certifications shall be submitted to the Public Works
Department by the Engineer of Record for review.

Soil cement base shall have a seven (7) day compressive strength of a minimum of 150 psi.
in no case shail soil cement base thickness pe less than six (6) inches for residential
development and eight (8) inches for industrial development. Test cores shall be taken at twenty-
one (21) days, have a strength of a minimum of 300 psi, and be taken at locations of high
groundwater and other locations as deemed necessary by the Engineer of Record. Only a
plant mixed soil cement base will be allowed; mixed in place soil cement base will not be
allowed. Soil cement base shall have a seven (7) day minimum curing time prior to paving.

(d) Testing
Tests for base thickness and density shall be located no more than four hundred
(400) feet apart and shall be staggered {o the left, right, and on the centeriine of the
roadway. Test reports for thickness and density shall be submitted to the Public Works
Department by the Engineer of Record. When, in the judgment of the Public Works
Director, conditions warrant additional testing, the Engineer of Record will be advised in
writing that additional tests will be required and the extent of such additional tests.

) Prime and Tack Coats
Al bases shall be primed in accordance with the FDOT Standard Specifications for Road
and Bridge Construction, latest edition. Tack coats shall not be required on primed
bases, except on areas, which have become excessively dirty and cannot be cleaned or
in areas where the prime has cured and lost all bounding effect. Tack coat material and
construction methods ghall conform to the FDOT Standard Specifications for Road and
Bridge Construction, latest edition.

SURFACE COURSE FOR FLEXIBLE PAVEMENTS

(a) Regquirements

Hot bituminous mixtures — plant, methods, & equipment shall conform to FDOT Standard
Specifications for Road & Bridge Construction. Surface courses for flexible pavements
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28.

29.

30.

L)
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shall be Asphaltic Concrete Type S and shall meet the following minimum thickness ¥ &

requirements.
Roadway Asphaltic Concrete
Classification Surface Course
Local Street 1 1/4"
Coliector Street 172
(b) Materials and Construction
Asphaitic Concrete Type g, including prime and tack coats, shall conform 10 the FDOT
Standard Specifications for Road and Bridge Construction, |atest edition, for materials
and method of construction.
(c) The method of determining the roadway sub-base and pavement thickness has been
calculated by the structural number criterion as set forth in the “Flexible pPavement
Design Manual” prepared by FDOT.

Where the Contractor desires to present an alternate combination of roadway subgrade, base
and pavement design typical section, the structural number of the alternate roadway section shall
meet the structural number criteria established by FDOT. The Public Works Director reserves the
right to either approve or disapprove such alternate roadway typical section.

NOTE: The areas of base course to be measured for payment shall be included within
the areas of extra roadway pavement restoration required at various
intersections. The cost of replacing base materials removed only for the
construction of underground items shall be included in the pid price for the

various underground items.

ASPHALT BASE COURSE gection 280 FDOT 2000 Edition

he engineer will require Minimum of 6 inches thick in 3 inches layers.

T
PRIME AND TACK COATS FOR BASE COURSES (FDOT SECTION 300)

A prime coat s required for all limerock base construction and the cost will be included in the
unit bid price utilizing the limerock base per square yard. No separate payment shall be made
for the prime coat or its application.

HOT BITUMINOUS MIXTURES (FPOT SECTION 330)

A tack coat shall be applied to previously primed and newly constructed bases, existirig
wearing surfaces, milled surfaces and previousiy applied jeveling courses. The rate of
application shall be between 0.02 and 0.08 galion per square yard. For the tack coat applied
on concrete pavement which is to be surfaced, the rate of application may exceed the uppe¥
limits, when approved by the Engineer. Tack Coat for FC-3 shall be RS-1.

Before spreading any leveling course, fill all depressions in the existing surface more than 1
inch [25mm] deep by spot patching with leveling course mixture, and then compact them
thoroughly.

Leveling courses, when required by these documents Of the Engineer, shall be rolled after
application. Special leveling course spreading and application equipment and methods,
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different from that required in the specifications, may be used only after demonstration,
_inspection and testing by the Engineer or approved |aboratory, and subject to the Engineer's
approval. Leveling courses and final wearing gurface courses shall be applied in thicknesses

as directed by the Engineer. In certain areas where a jeveling course is required, the Engineer

may specify that the application be by hand.

When the total asphalt mix provided for leveling exceeds fitty (50} pounds per square yard,
place the mix in two or more Iayers, with the average spread of any layer not to exce
(50) pounds per square yard. When using type S-11l Asphaltic Concrete for leveling,
aliow the average gpread of a layer to be less than fifty (50) pounds per square yard of moré
than seventy five (75) pound per square yard. The quantity of mix for leveling shown in the
plans represents the average for the entire project; however, the Contractor may vary th
of application throughout the project as directed by the Engineer. When leveling in connection
with base widening, the Engineer may require placing all the leveling mix prior to the widening

operation.

34. TYPES ASPHALTIC CONCRETE (FDOT 2000_Edition)

Where hand placing and finishing of Type S Asphaltic Concrete is permitted for small and
irregular areas, such as turnouts, Crossovers, acceleration and deceleration lanes, et
portion of the Grade No. 16 coarse aggregate retained on a No. 4 sieve may be omitted from
the mixture and the percent by weight of the coarse aggregate passing the No. 4 sieve and
retained on the No. 10 sieve shall be within the range specified for the total coarse aggregate

in the mix.

No work shall be started on this portion of the Contract until the Contractor has conferred with
the Engineer and, if deemed necessary, has submitted samples of all materials fo be used to a

laboratory approved by the Engineer for either;

1. Preparation and establishment of a job mix formula, of

2. The verification of conformity to specifications of a job mix formula submitted by the
Contractor, if the plant has previously operated in conformity with the same material

specifications as used in this Contract.

When the quantities of Type S Asphaltic Concrete are to be paid for by the ton, as called for in
the proposal, the pay guantities shall inciude only the weight of the asphalt in place, completed
and accepted. In determining the tonnage to be paid for, the weights of the mixture shall be
determined from batch weights, iruck scale weights, of other methods approved by the

Engineer.

pPayment for all bituminous material, including tack coat, shall be included in the payment for
Asphaltic Concrete. Such payment shall be based on the Contract bid price indicated in the

Proposal.

The Contract Unit Bid Price, as indicated in the Bid Form of the Proposal, shall be full
compensation for all work specified under this Subarticle (including the applicable

requirements of Sections 320 and 330).

NOTE: The Contractor shall adjust all Storm Water And Water and Sewer Valves and
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32.

33.

Manholes prior to resurfacing as required by the Engineer.

MISCELLANEOUS ASPHALT PAVEMENT (FDOT SECTION 339)

For the pavement, use any plant-mixed hot bituminous mixture meeting the requirements 0fa
mix design verified by the Engineer, except do not use open-graded friction course (FC-3). For
bicycle paths, use a mixture that produces a finished pavement which will not distort or mar
under bicycle or mower wheel loads.

No work shall be started on this portion of the Contract until the Contractor has conferred with
the Engineer and if deemed necessary has submitted samples of all materials to be used, toa
laboratory approved by the Engineer for either:

1. Preparation and establishment of a job mix formula, or

2 The verification of conformity to specifications of a job mix formula submitted by the

contractor, if the plant has previously operated in conformity with the same material
specifications as used in this Contract. After the job mix formula is established, the mixture
used for work on this portion of the contract shall meet the approved formula with the
iolerances indicated in Subarticle 331-5.2 of the 2000 Edition of the FIL.ORIDA
DEPARTMENT OF TRANSPORTATION'S Standard Specifications for Road and Bridge
Construction. '

The quantity determined as provided in Subarticle 339-7 will be paid for at the contract unit
price bid for Miscellaneous Asphalt Pavement. Such price and payment shall be full
compensation for all work specified in this Section including applicable requirements of
Sections 320 and 330, shaping and compacting the foundation, soil sterilization treatment,
furnishing of bituminous material used in mixiure, cutting of holes through completed
pavement and bituminous patching required for guardrail post installation, and shaping of
adjacent earth surfaces.

ADJUSTMENT OR RELOCATION OF VALVE, METER, JUNCTION BOXES, FIRE
HYDRANTS others (FDOT SECTION 425)

The work under this section includes the removal, relocation, and/or adjustments to utility
equipment (i.e. manhole covers, water valves, hydrants, other) and systems within the
proposed project limits or that may be impacted by the work being performed by the
Contractor.

The work under these pay item includes any adjustments (raising, of jowering) of existing
boxes, valves, manholes. When relocation of the box is required, the Contractor shall make all
necessary arrangements with the utility companies, as the utility companies are responsible to
relocate the valves and meters and valve and meter boxes.

Fire hydrants, water valves, other water distribution system within the work area shall be
relocated by the Utility upon coordination of the Contractor with the Utility.

Contact Mr. Aleem Ghany, Public Works Director for information and utility preconstruction
meeting. Telephone: 305-895-9838.
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34. CATCH BASIN, FIE

Contractor shall field verify the existing storm water runoff patterns and ensure that through
the installation of the proposed curb and gutter systems that the drainage system continues to
perform adequately and that the system is not in any way impacted. Contractor has been
provided with surveys for each intersection. These surveys include elevations and locations of

existing features which are conducive to @ proper drainagé system in the area.
Refer to curb and gutter for more information.

35, PITCHING SWALE

Where Contractor properly installs curb and gutter to a location where no catch basin exists,
the Contractor will be required to properly pitch the swale to receive any stormwater runoff.
The pitching of the swale will include removing material sufficient to pitch the swale 2% toward
the center away from the road and the sidewalks and restoring it as necessary. Restoration
shall include but shall not be limited to, placing proper soil and sod and coordinating with the

residents as may be necessary.

Based on the observations of the City staff, if in any event, the Contractor fails to properly
install the curb and gutter system by disrupting the intended stormwater flow and runoff flows
away from its intended basin, the Contractor shall be responsible to pay for the cost of

correcting the drainage issue in a manner acceptable to the engineer.

36. CONCRETE GUTTER, CURB ELEMENTS, AND TRAEFIC SEPARATOR (FDOT SECTION

520)

The work specified under this section includes labor, equipment, and material for the
installation of type F, B, and D curb and /for gutter in accordance with FDOT Design Standards
for Design, Construction, Maintenance and Utility Operations on the State Highway System
2006 and the Public Works Manual of Metropolitan Dade County (Standard Road Deta
R.14.1 and. R.14.2), including the necessary preparation and compaction of the subgrade in

poth cut and fill areas, as well as backfilling, grading, excavation and final dressing required as

directed by the Engineer.

Work shall include proper curb and gutter pitch to ensure that no ponding/ﬂoodin
occurs in the improved intersection or at the edges or beyond the work area.

stormwater run-off shall be directed toward existing dral

ns (where existing) or swale

areas approved by the engineer prior to work being performed. Contact Mr. Aleem
Ghany, Public Works Director for information on stormwater patterns in the area.

Telephone: 305-895-9838.

All anticipated stormwater runoff shall be directed to existing drains where they exist.
Contractor shall ensure that the existing catch basin to remain are not more than 2
inches lower than the asphalt road immediately around them. Pitching of the asphalt
surrounding any catch basin shall not exceed 2% without the written consent of the

engineer.
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37.

Where drains do not exist and the runoff is directed to existing swales, such swales *

shall be panned and pitch at 2% slopes to @ minimum of 20’ beyond the limits of the
construction.

Class | Concrete shall have a minimum compressive strength of 3,000 p.s.i. at 28 days.

The quantity of curb or curb and gutter, shall be paid for at the Contract unit price for the
quantities completed and accepted by the Engineer and does not include ramp and sidewalk
curb. Such price and payment shall be full compensation for all work specified under this
Section, including the necessary preparation and compaction of the subgrade in pboth, cut and
fill areas, as well as backfilling, grading, excavation and final dressing required as directed by
the Engineer.

payment for Type ‘D’ curb shall aiso include labor, equipment, and material for the splitter
island which shall be formed concrete. No separate pay itern shall be used or the splitter
islands.

CONCRETE SIDEWALK (FDOT SECTION 522

The work specified under this Section consists of the forming, furnishing, placement, and
finishing of concrete for the construction of concrete sidewalks, pedestrian ramps and sidewalk
curbs (back of sidewalk) utilizing Class | Concrete. The width, thickness and type shall be
similar to existing at locations depicted on the conceptual drawings and as established by the
engineer. Newly installed sidewalk shall match existing surfaces where match is required. Al
work will be in accordance with this Section except as modified herein.

Class | Concrete shall have a minimum compressive strength of 3,000 p.s., at 28 days.

The quantity to be paid for under this Section shall be the area in square yards of concrete
sidewalk and pedestrian ramps, measured in place, complete and accepted. Measurement
shall be the final dimensions measured along the surface of the completed work within the
neat lines shown on the Plans of designated by the Engineer. No deduction will be made for
the area occupied by trees left within the area of sidewalks Of for any area occupied by
manholes, inlets or other drainage or public utility appurtenances within the sidewalk area.

The guantity, determined as provided above, shall be paid for at the Contract unit price for the
quantities completed and accepted by the Engineer. Such price and payment shall be full
compensation for all work specified ander this Section, inciuding the necessary preparation
and compaction of the subgrade in both, cut and fill areas, as well as packfilling, grading,

excavation and final dressing required as directed by the Engineer.

When curb and gutter is required for the construction of pedestrian ramps and no specific pay
item has been included for the construction of the curb and gutter, such payment shall be
included in the pay itemn for Sidewalk (including concrete placement at pedestrian ramps and
sidewalk curbs).

No separate payment shall be made for the removal of forms OT the filling of excavated area
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left by removal of forms. Contractor shall be responsible for any vandalized sidewalk untititis &
finally accepted by the Engineer.

38. DETECTABLE WARNINGS ON WALKING SURFACES (FDOT SECTION 527)

It shall be the policy of the Public Works Department to use ngafety Yellow" as the preferred
finishing color over ihe truncated domes detectable surface.

Use safety yellow as the preferred color (US-ANSI 2535.1-1991, 8.3; International-1S0 3864-
1984(3)) as described in the drawings or as approved by the Engineer. The color must be
integral with and consistent throughout the material.

Contractors are advised that for Curb Ramp Detectable Warning Surface (Truncated Domes),
the following manufacturers have products that have been evaluated by the Public Works
Department:

Engineered Plastics Inc., Armor Title-Tactile

Strongwall Industries, Inc., Strongwarm 2000

Vanguard ADA Systems of America, Detectable  warnings (Truncated Dome)
ADA Solutions, Inc., Detectable warnings (Truncated Dome)

Detectable Warning Systems, Inc., DWS E-Z set

or approved equal, at the option of the Contractor as long as it is submitted in writing and the
product meets or exceeds the specifications herein and is accepted by the Engineer. DWS
shall be CAST-IN-Place and installed according to manufacturer’s specifications.

Price and payment will be full compensation for all work specified in this Section, including all
labor, surface preparation, materials and incidentals necessary to complete the work shall be
included in the price for DWS.

39. SODDING (FDOT SECTION 575)

The contractor shall provide material, labor, and equipment 10 install replacement sod where
necessary, to water and maintain newly sodded areas as needed and adhere t0 the following
minimum frequencies until final acceptance of the project by the City:

The payment for mowing, maintaining the sod in a moist condition for a period of at least two
weeks, as well as payment for the water shall be included in the contract unit price bid for
Landscaping, as indicated in the Bid Form of the Proposal. :

NOTE: Fertilizer and mulching shail not be required.

40. IRRIGATION SLEEVES

Two (2) - 4’ Schedule 40 PVC pipe shall be placed from center of City swale to center of circle
(approximately 60"). Actual crossing location shall be selected by Parks and Recreation -
contact Keith Miller, Parks Supervisor at 305-891-9334. Determination of the crossing shall be
based on location of FPL drop necessary for the irrigation meter.
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ANDSCAPING WATER METERS, BACKFLOW DEVICES, IRRIGATION, and

LANDSCAPING, A2 =0——="=

ELECTRICAL DROPS

DESCRIPTION: .

A. Work: Provide an underground irrigation system to provide 100% coverage with 75 to

100% overlap with minimal overspray on non-landscaped areas, and provide 8
precipitation rate of 1" per hour. Contractor shall be responsible for all required
engineering, drawings, calculations, etc. as required by North Miami Building
and Zoning to secure all permits and ensure all work passes inspections.

The work includes.

. Coordinate water meter installation through the Gity of North Miami Water Department,
paying ail applicable fees: fora % inch meter installed

install Irrigation Controller mounted in a NEMA 3 lockable enclosure

Install Automatic irrigation system including  pIPING, fittings, sprinkler heads, and
accessores

. Install Electric remote control valves

« Install Control wires

. Excavating and backfilling irrigation system work.

L ]

[ ]

install Rain sensors :
Complete Electrical (Unistrut system and FPL Drops)

PROJECT CONDITIONS: '

Protect existing trees, plants, lawns and other features designated 10 remain as part of
the final landscape work.

B. Promptly repair damage to adjacent facilities caused by irrigation system work
operations. Cost of repairs at Contractor's expense.

c. Promptly notify the City of unexpected subsurface conditions.

MATERIALS:

WAL

A. PLASTIC PIPE, EITTINGS AND CONNECTIONS:

1. Polyvinyl chioride pipe: ASTM D2241, rigid, PVC. Provide pipe homogeneous
throughout and free from visible cracks, holes, foreign materials, blisters,
wrinkles and dents.

a. |ateral Lines: Schedule 40
b. Main Lines: gSchedule 40

2. PVC pipe fittings: ASTM D2241 gchedule 40 pVC molded fittings suitable for
solvent weld. Fittings made of other materials aré not permitted.
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3. All pipe under paved areas will be sleeved with Sche
larger than pipe being sleeved).

B. ELECTRICAL CONTROL WIRE:

1. Ejectrical control and ground wire:
conductor, AWG #14, or larger.

dule 40 PVC (two sizes ¥

Type UF 600 volt, direct burial, single

2 Wire color code: Provide control or “hot” wires red in color. Provide commaon or

“ground wires white in color.

ACCESSORIES:

A. VALVE ACCESS BOXES: Tapered enclosure of rigid plastic material comprised of
fiborous components chemically inert and unaffected by moisture corrosion and

temperature changes.

INSTALLATION:

INw s e

Provide lid of same material, green in color.

A. Provide approved earth fill or sand to a point 4” above the top of the pipe.

B. Fill to within 8" of final grade with approved excavated fill m
rocks larger that 3" in any dimension.

C. Provide approved clean soil free of rocks and debris for top 6"

D. Install irrfigation mains with a minimum cover of 18" based on finished grades.

aterials free of lumps of

of fill.

Install

irrigation laterals with a minimum cover of 12" based on finished grades.

E. Excavate trenches and install pipe and fill during the same working day. Do not leave

open trenches or partially filled trenches open overnight.

F. PLASTIC PIPE

1. Install plastic pipe in accordance with Manufacturer's installation instructions.

Provide for thermal expansion and contraction.

2. Saw cut plastic pipe. Remove burrs and shavings at cut ends priof to
installation.
3. Make plastic to plastic joints with solvent weld joints. Use heavy duty gray

solvent for all solvent weld joints. Install plastic pipe fi

pipe manufacturer's instructions.

ttings in accordance with

4. Make plastic to F.P.T. joints with schedule 80 PVC nipples.
5. Allow joints to set at least 24 hours before pressure is applied to the system.
G. SPRINKLERS, EITTINGS, VALVES AND ACCESSORIES:
1. Install fittings, valves, sprinkler heads, risers and accessories in accordance with

manufacturer's instructions, except as otherwise indicated.
2 Set sprinkler heads perpendicular 1o finished grades.
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1}  Provide pop-up spray heads with an adjustable double swing joint riser assembled by
the use of at least 3, %2, Marlex 90 degree ells. Eabricate double swing joint risers of
schedule 80 PVC nipples and Marlex 90 degree ells. (1812 DETAIL } Side inlet on

1812 sprinkler heads may be utilized.
2) Located sprinkler heads to assure proper coverage and overlap.

3) Install risers for spray heads in shrub or flower bed areas and planters of sufficient
height to prevent interruption of the stream by the plant material. See Riser Detail

4) Provide risers of 14" schedule 40 PVC pipe, S.S. pipe clamped to
and painted fiat black.

5} Install controller per manufacturer’s requirements.

8) Install in-ground control valves in a valve access box.

3, “aluminum angie

7) Install valve access boxes on a suitable base of gravel to provide a level foundation at

proper grade and o provide drainage of the access box.

8) Seal threaded connections on pressure side of control valves with Teflon tape or

approved plastic joint type compound.

H. CONTROL WIRING:

1. Instali all electric control wires in appropriately sized electrical PVC conduit in the
piping trenches wherever possible. Where necessary to run wire in a separate trench,

provide a minimum cover of 12",

2. Provide sufficient slack at site connections at remove control valves in control boxes
and at all wire splices to allow raising the valve bonnet or splice to the surface without

disconnecting the wires when repair is required.
Connect each remote control valve to one station of a controller.
Connect remote valves to common ground wire system.

ok

Make wire connections to remote control electric valves and splices of wire in the field,
anufacturer’'s

using wire conneciors and sealing cement in accordance with m

recommendations. There are to be no in ground splices.

6. Provide tight joints to prevent leakage of water and corrosion build-up of the joint.

L. FLUSHING, TESTING AND ADJUSTMENT:

1. After sprinkler piping and risers are installed and before sprinkler heads are installed,
open control valves and flush out the system with full head of water.
2. Perform system testing upon completion of each section. Make necessa

and retest repaired sections as required.

3. Adjust sprinklers after installation for proper and adequate distribution of the water

over the coverage pattern. Adjust for the proper arc of coverage.

inkler adjusting

4, Tighten nozzles on spray type sprinklers after installation. Adjust spr
screw on lateral line or circuit aré required for proper radius. Interc

patterns as directed by the Architect to give best arc of coverage.

o>

hange nozzles’

Adjust all electric remote control valve flow control stems for system balance.
Test and demonstrate the controller by operating appropriate day, hour, and station

selection features as required to automatically start and shut down ifrigation cycles to

accommodate plant requirements.
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ACCEPTANCE:

Test and demonstrate to the City the satisfactory operation of the system free of leaks.

Instruct the City's designated personnel in the operation of the system, including adjustment of
sprinklers, controlier (s) and valves.

Upon acceptance, the City will assume operation of the system. _
Provide the City with complete operating instructions and product information for all
components of the system.

The contractor shall provide the Owner with an ‘As Built’ drawing of the system as installed,
indicating any adjustments made in the field during the installation of the system.

F. Contractor is required to schedule and pass all plumbing and electrical inspections.

m oo ®»

GUARANTEES:

The contractor shall furnish warranties in writing certifying that the quality and workmanship of all
materials and installation furnished is in accordance with these specifications and in accordance
with the original manufacturers’ warranties. Contractor shall further see to the fulfilment of all
manufacturers’ warranties. Contractor shall warrant the installation workmanship for a period on
one (1) year from date of completion of acceptance of the job or any accepted portion of the job.

CLEANING:

— e et

Perform cleaning during installation of the work and upon cémpletion of the work. Remove from
site all excess materials, soil, debris, and equipment. Repair damage resulting from irrigation
system installation.

ACCEPTABLE COMPONENTS:

A. Rainbird valves PESB series.

B. Rainbird heads 1800 (12”) series with appropriate nozzles, with appropriate MPR nozzles.

C. Rain Sensor, RSD-CEX.

D. Rainbird ESP-4M- Outdoor 120V, 4 station controller

E Valve access boxes: Tapered enclosure of rigid plastic material comprised of fibrous

components chemically inert and unaffected by moisture corrosion and temperature changes.
Provide lid of same material, green in color.
F. WATTS PVB 009QT or approved equal by North Miami Water and Sewer.
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ELECTRICAL SERVICE FOR TRAFFIC CIR LES

DESCRIPTION:

Contractor shall provide complete electrical system necessary to ensure the intent of the
project is met and accepted by the City. The electric panel and irrigation controller will be
installed in @ NEMA 3R steel enciosure with hinged hasp and staple cover. Service and
enciosure shall be mounted on a pedestal constructed on Unistrut posts with cross members.
NEMA 3R steel enclosure shall be large enough to house electric circuit panel and irrigation
controller.

ELECTRICAL.:
General:

« Contractor shall construct a complete operational electrical system.

e Contractor shall pay for and coordinate service drops with FP&L.

Contractor shall install electric conduit from the FPL pole to the new City electric meter in
the planter. Meter can and weatherproof enclosure shall be mounted securely on pedestal
in the planter. Conduit from the riser to the meter can shall conform to FPL specifications.

o Conduit shall be instalied from the pole to planter as approved by FP&L. See attached
pole locations.

Conduit may be installed via a trencher, or directional boring.

e Conduit under asphalt or concrete shall be 2 schedule 40 PVC approved electrical
conduit. All conduits shall be installed at a depth that conforms to FPL specifications or
24” minimum, whichever is greater. Installation of conduit shall be done in compliance with
FDOT std., and FPL specifications, including proper bedding and fill around the conduit,
compaction and closures of the trench.

o Allijoints shall be glued with heavy-duty cement.

e Pedestal shall be 1 5/8” Unistrut stakes with %" Unistrut cross members. Unistrut stakes
shall be painted with «BITUMASTIC 50" paint (or approved equal) to six inches above
grade.

Materials:

o All equipment shall be Underwriters Laboratory approved and in new condition. No
remanufactured components shall be accepted. All components shall be manufacturer's
specified or equivalent design and finish.

e Enclosures shall be of durable finish in galvanized or factory enamel paint finish. Site
finish will not be accepted.

e Electric conduit shall be galvanized heavy wall or intermediate rigid conduit above ground
and shall be painted with “BITUMASTIC 50" paint (or approved equal) to six inches above
grade. Below grade conduit shall be buried at a depth not less than 24." Conduit elbows
shall be field bent with manufacturer-approved bender or be factory pre-bent. All fittings
ghall be threaded. No setscrews or compression fittings shall be accepted.
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e All conductors shall be stranded copper, and sized for load. Insulation shall be THWN
rated. All terminations shall be 75 degree Celsius rated or higher. No aluminum shall be
accepted.

Execution:

e Service shall be underground lateral from FPL riser to the service meter. Conduit shall be
2" PVC (sch. 40) underground and rigid above ground. Contractor shall cut and repair
concrete or asphalt surfaces as needed to facilitate conduit installation.

e Meter enclosure shall be Landis and Gyr, cat. #UAT131-OG with cover plate #56933-1.

e Service disconnect shall be 20 AMP breaker, Square D or equivalent to be mounted within
the Hoffman weatherproof enclosure. The service disconnect shall be connected to the
meter enclosure by rigid conduit, %" trade size. Conductors shall be 3, #10. Threaded
bushings shall be installed.

e The service shall be grounded by driven ground rods (2). Ground rods shall be 5/8" x 10’
copper clad. Grounding electrode conductor shall be #6 copper. Grounding electrode
conductor shall be run inside of %" rigid trade size conduit. Connection shall be
CADWELD type GR or GT connections for direct burial application.

e Contractor shall install the Hoffman, NEMA-3R, general equipment weatherproof enclosure
adjacent to the meter enclosure. Enclosure shall be sized to contain the electrical breaker,
and irrigation system controller (7 ¥2"width, 4 14°depth, 9" height).

« Al electrical shall conform to the City of North Miami codes and all other local, state and
national ordinances.

e The contractor is responsible for providing adequate drawings, and specifications required
by the City of North Miami Building and Zoning to obtain the appropriate building permits.
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SCOPE OF WORK:

The work covered under this contract consists of furnishing all labor, material, and equipment
to deliver and install the following plants on site on a per circle basis:

PLANT LIST:
Phoenix Reclinata; Reclinata palm (multi-stem 9 trunks minimum; 18’ OA min.)

SPECIAL NOTE: Palm shall have an irrigation riser secured and extending above the
top of the palm canopy terminating with a spinner/rotor type head that will cover the
entire canopy with water and shall be hook to a separate zone. Additionally, there are to
be four adjustable head/nozzles around the palm root ball connected to the same zone.
This is temporary and will be removed by the City at a later date.

Juniperus chinensis; Parsonii Juniper {5gl. full)
Lantana montevidensis; Yellow Lantana (1GI. full)

Cap Rock (flat tops x4’ or greater, but uniform throughout); broken or non-uniform rocks
will be rejected.

GENERAL:

Al Plant material shall be Fla. #1 or better as defined in the “Grades and Standards. for
Nursery Plants” published by the Florida Department of Agricufture and Consumer Services.
The contractor shall provide a Special Warranty in letter or certificate form addressed to the
City of North Miami, guaranteeing that the plant materials be maintained in a healthy, vigorous,
watered condition for one (1) year after the completion of all initial planting. Contractor is
responsible for obtaining utility locations prior to excavating. City of North Miami will not be

responsible for any damage done to any utility or private property by the Contractor.
TREE REMOVALS:

A permit for tree removal will be required. Contractor must obtain and pay necessary fees.
The trunk and root systems may be ground down.

Sand shall be installed to restore @ level grade, and sod installed.

Canopy replacement will be required at the rate of one for one.

Replacement trees shall be 12 to 14 feet tall, Quercus virginiana, rated Florida No. 1 or better
Replacement trees shall be delivered to the North Miami Parks Operations Center, 12181 NE
13 Avenue. -

ook wnD =

INSTALLATION:

*Contractor is responsible for obtaining utility locations prior to excavating. Bidder shall install

palms in locations marked by the Parks Department. Set palm level with its original grade. Paims

shall not be plugged and set as indicated on-site. Palms shall be thoroughly watered in to

eliminate all air pockets. A 6 inch high rim of dirt shall be installed around the edge of the

excavated hole to form a saucer shape which will hold water around the root ball. The top 1/3 of
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&
edge of the backfilled hole and then covered with a 3 inch layer of mulch, which will extend from

the outside of the rim of the saucer to the base of the palms. Palms shall be braced to insure their
stability for the guarantee period. (See attached staking detail)

MATERIALS:

Palms shall be field grown in marl, and balled and burlaped with the heads to be full and of good
color. Palms shall be free of scars, lesions, un-uniformed rings, receding frunk around root
initiation zone, penciling, etc. Fertilizer: Shall be a granular mixture of 12-4-12 with Minors or
equal applied evenly around the top of the water retention ring after backfiling and before
mulching.  Soil: Backfill planting holes after irees are set with a soil mix consisting of a
homogenous mixture of 40% sand, 25% Canadian peat moss, 20% sterilized soil, 15% pine bark,
mixed with 50% of soil from the excavated hofe. All areas need to be free of all debris and rocks
and mulched with Cypress or Melaleuca mulch to a depth of 3”.

POST MAINTENANCE:

The Contractor is responsible for all maintenance of the landscaping during the guarantee period
of one year. This includes but is not limited to: (weeding, re-mulching, re-staking and trimming (if
required), water retention saucer repair, watering, etc.) -

SPECIAL WARRANTY

The contractor shall provide a Special Warranty in letter or certificate form addressed to the City of

‘North Miami, guaranteeing that the plants will be maintained in a healthy, vigorous, watered
condition for one (1) year after completion of all initial planting. Any plants which die are to be
replaced immediately and guaranteed for an additional one (1) year. Any plant not in healthy,
vigorous, growing conditions after one (1) year shall be replaced by the contractor at the discretion
of the City. The terms of the warranty shall extend to cover all replacement materials.

The size, quality and grade of replacements: shall be the same as the current size of surviving
plants and of the same species, and same quality as the plants originally specified.

The contractor will also be required to provide sufficient watering, weeding, and trimming as
necessary to maintain the trees in a healthy vigorous growing condition for one (1) year.

The contractor shall submit the signed Special Warranty along with the billing invoice. A 10%
withholding fee shall be implemented and shall be redeemable upon satisfactory completion of this
agreement.
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STAKING DETAIL
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ARCHITECTURAL CONCRETE PAVERS (FDOT SECTION 526)

Description

Fumish and install architectural pavers to meet ASTM C936 and bedding material manufactured to
ASTM standards. Other necessary elements and pay items of this type of paving, such as edge
restraints, base and sub base materials are not covered in this Section.

Materials

General

Architectural pavers shall meet the following requirements:

Proposed Use ASTM C 902ASTM C 1272ASTM C 936
(Brick Paver) (Brick Paver) (Concrete Paver)

Roadways Do NotUse X Do Not Use

Commercial Driveways {Do Not Use X X

Sidewalks and Medians X Do Not Use

Residential Driveways Do Not Use

Ensure that the pavers are consistent in color, size and appearance. Architectural paver
manufacturer, type, pattern, shape and/or color will be in accordance with plan
details, when specified.

Architectural Pavers — Roadway

For installations on roadways and commercial driveways, provide architectural pavers having a
minimum thickness of 3 1/8 inch.

Architectural Pavers — Sidewalk

For installations on sidewalks, medians and residential driveways, provide architectural pavers
having a minimum thickness of 2 3/8 inch.

Bedding and Joint Sands

Provide clean, non-plastic bedding and joint sand, free from deleterious or foreign maiter, natural
or manufactured from crushed rock.

Ensure the bedding sand meets the grading requirements of ASTM C 33 Standard Specification
for Concrete Aggregate.

Ensure the joint sand meets the grading requirements of ASTM C 144 Standard Specification for
Aggregate for Masonry Mortar.

Bedding sand may be used for joint sand. Do not use joint sand for bedding sand.
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Bedding and Joint Grouts

A suitable grout, in thickness specified by the manufacturer and approved for use by the
Architectural Paver manufacturer, may be substituted for either bedding sand, joint sand or both
when specified in the plans and approved by the Engineer.

Construction Methods

General
Submittals

For Architectural Pavers — Roadway, furnish full size samples to the Engineer for approval prior to
beginning placement. For Architectural Pavers - Sidewalk, provide the Engineer a certification that the
architectural pavers meet the requirements of this Section. In addition, for all architectural pavers,
submit a certified sieve analysis for gradation comparing results of the bedding sand and joint
sand with the requirements of ASTM C33 or ASTM C144 as applicable.

Mock-ups

Prior to beginning placement, install a 6 by 6 foot paver area following these
specifications. This area will be used to determine surcharge of the bedding material layer, joint

sizes, lines, laying patterns and colors of the job. This area will be adjacent to an edge treatment,

incorporate into the work, and will ke the standard from which the work will be judged.

Environmental Conditions

Cover stockpiled materials with waterproof covering to prevent exposure to rainfall. Do not
install bedding materials or architectural pavers during heavy rains or over wet substrata.

Installation

Install the architectural pavers in the following manner:

A. Spread the bedding material evenly over the base course and screed to plan thickness, not to
exceed a thickness of 1 1/2 inch. Do not disturb the screeded bedding material. Ensure
placement of sufficient bedding material to stay ahead of the laid architectural pavers. Do not
use the bedding material to fill depressions in the base course. '
Lay architectural pavers (i.e. pattern) as per engineer.

Joints between the architectural pavers, on average, will be between 1/16 to 3/16 inch wide.

Fill gaps at the edges of the paved area with cut or edge architectural pavers.

When utilizing bedding and joint sand:

1. Use a low amplitude vibrator capable of 5,000 foot-pounds with 7-100 Hz frequencies to
vibrate and compact architectural pavers into bedding sand.

2. Vibrate the architectural pavers, sweeping dry joint sand into the joints and vibrating, until
the joints are full. Do not vibrate within 3 feet of the unrestrained edges of the
architectural pavers.

3 At the end of each day, all work within 3 feet of laying face must be left fully

MmoO®
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compacted, with sand-filled joints.

4. Sweep off the excess sand.
F. Leave a final surface elevation of architectural pavers of 1/8 to 1/4 inch above adjacent

drainage inlets, concrete collars or channels.
G. Do not permit the final surface clevations of the pavers fo deviate more than 3/8 inch under a 10

foot long straightedge, or more than 1/8 inch between adjacent pavers.

Method of Measurement

The quantity to be paid for will be the area in square yards for Architectural Pavers, measured in place,
completed and accepted. Measurement will be as specified in 9-1.3.1. No deduction will be made
for the area(s) occupied by ornamental trees left within and any other areas occupied by manholes,
inlets, drainage structures or by public utility appurtenances within the normal area(s) of the
architectural pavers.

asis of Payment

Price and payment will be full compensation for all work specified in this Section and the quantity,
determined as provided above including but not limited to, preconstruction requirements, all material
required for installation, labor, equipment, and contractor’s methods to ensure complete installation
will be paid for at the contract unit price per square foot for Architectural Pavers.

Payment shall be made under: Concrete Pavers pay item.
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SCOPE OF WORK

THE WORK COVERED UNDER THIS CONTRACT CONSISTS OF FURNISHING ALL LABOR,
MATERIAL AND EQUIPMENT TO DELIVER AND INSTALL THE FOLLOWING PLANTS ON
SITE ON A PER CIRCLE BASIS:

LANDSCAPING, WATER, METERS, BACKFLOW DEVICES,

~

REVISIONS

BY)

REMARKS

IRRIGATION AND ELECTRICAL DROPS

A. WORK: PROVIDE AN UNDERGROUND IRRIGATION SYSTEM TO PROVIDE 100%
COVERAGE WITH 75 TO 100% OVERLAP WITH MINIMAL OVERSPRAY ON
NON—LANDSCAPED AREAS, AND PROVIDE A PRECIPITATION RATE OF 1" PER
HOUR. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL REQUIRED ENGINEERING,
DRAWINGS, CALCULATIONS, ETC. AS REQUIRED BY NORTH MIAMI BUILDING AND
ZONING TO SECURE ALL PERMITS AND ENSURE ALL WORK PASSES INSPECTIONS.

THE WORK INCLUDES:

COORDINATE WATER METER INSTALLATION THROUGH THE CITY OF NORTH MIAMI
WATER DEPARTMENT, PAYING ALL APPLICABLE FEES; FOR A 3/4 INCH METER
INSTALLED

INSTALL IRRIGATION CONTROLLER MOUNTED IN A "NEMA—3" LOCKABLE
ENCLOSURE

INSTALL AUTOMATIC IRRIGATION SYSTEM INCLUDING PIPING, FITTINGS,
SPRINKLER HEADS, AND ACCESSORIES

INSTALL ELECTRIC REMOTE CONTROL VALVES

INSTALL CONTROL WIRES

EXCAVATING AND BACKFILLING IRRIGATION SYSTEM WORK
INSTALL RAIN SENSORS

COMPLETE ELECTRICAL (UNISTRUT SYSTEM AND FPL DROPS)

PROJECT CONDITIONS:
A.

PROTECT EXISTING TREES, PLANTS, LAWNS AND OTHER FEATURES DESIGNED
TO REMAIN AS PART OF THE FINAL LANDSCAPE WORK.

B. PROMPTLY REPAIR DAMAGE TO ADJACENT FACILITIES CAUSED BY IRRIGATION
SYSTEM WORK OPERATIONS. COST OF REPAIRS AT CONTRACTOR'S EXPENSE.

C.  PROMPTLY NOTIFY THE CITY OF UNEXPECTED SUBSURFACE CONDITIONS.

GENERAL:

ALL PLANT MATERIAL SHALL BE FLA #1 OR BETTER AS DEFINED IN THE "GRADES
AND STANDARDS FOR NURSERY PLANTS” PUBLISHED BY THE FLORIDA DEPARTMENT
OF AGRICULTURE AND CONSUMER SERVICES. THE CONTRACTOR SHALL PROVIDE A
SPECIAL WARRANTY IN LETTER OR CERTIFICATE FORM ADDRESSED TO THE CITY OF
NORTH MIAMI, GUARANTEEING THAT THE PLANT MATERIALS BE MAINTAINED IN A
HEALTHY, VIGOROUS, WATERED CONDITION FOR ONE (1) YEAR AFTER THE
COMPLETION OF ALL INITIAL PLANTING. CONTACTOR IS RESPONSIBLE FOR
OBTAINING UTILITY LOCATIONS PRIOR TO EXCAVATING. CITY OF NORTH MIAMI WILL
NOT BE RESPONSIBLE FOR ANY DAMAGE DONE TO ANY UTILITY OR PRIVATE
PROPERTY BY THE CONTRACTOR.

GENARD AND ASSOCIATES, LLC

PHONE: 305.255.4650
E-MAIL:  JACKIEGENARDOGMAIL.COM

nard & Associates ] {

5

|

NEW STREET INTERSECTION AT:
N.W. 122ND STREET & N.W. 8TH AVE. CIRCLE
NORTH MIAMI, FLORIDA 33168

DATE
SCALE
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LANDSCAPING
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PLANT LIST: A

PHOENIX RECLINATA; RECLINATA PALM (MULTI-STEM 9 TRUNKS MINIMUM; 18" OA S g

MIN.) o <
o &

SPECIAL NOTE:

PALM SHALL HAVE AN IRRIGATION RISER SECURED AND EXTENDING ABOVE THE TOP

OF THE PALM CANOPY TERMINATING WITH A SPINNER/ROTOR TYPE HEAD THAT

WILL COVER THE ENTIRE CANOPY WITH WATER AND SHALL BE HOOK TO A
SEPARATE ZONE. ADDITIONALLY, THERE ARE TO BE FOUR ADJUSTABLE
HEAD/NOZZLES AROUND THE PALM ROOT BALL CONNECTED TO THE SAME ZONE.
THIS IS TEMPORARY AND WILL BE REMOVED BY THE CITY AT A LATER DATE.

TREE REMOVALS:

1. A PERMIT FOR TREE REMOVAL WILL BE REQUIRED. CONTRACTOR MUST OBTAIN
AND PAY NECESSARY FEES.

THE TRUNK AND ROOT SYSTEMS MAY BE GROUND DOWN.
SAND SHALL BE INSTALLED TO RESTORE A LEVEL GRADE, AND SOD INSTALLED.

2
3
4. CANOPY REPLACEMENT WILL BE REQUIRED AT THE RATE OF ONE FOR ONE.
5

REPLACEMENT TREES SHALL BE 12 TO 14 FEET TALL, QUERCUS VIRGINIANA,
RATED FLORIDA NO. 1 OR BETTER.

6. REPLACEMENT TREES SHALL BE DELIVERED TO THE NORTH MIAMI PARKS
OPERATIONS CENTER, 12181 N.E. 13th AVENUE.

INSTALL ATION:

CONTRACTOR IS RESPONSIBLE FOR OBTAINING UTILITY LOCATIONS PRIOR TO
EXCAVATING. BIDDER SHALL INSTALL PALMS IN LOCATIONS MARKED BY THE PARKS
DEPARTMENT. SET PALM LEVEL WITH ITS ORINGINAL GRADE. PALMS SHALL NOT
BE PLUGGED AND SET AS INDICATED ON SITE. PALMS SHALL BE THOROUGHLY
WATERED IN TO ELIMINATE ALL AIR POCKETS. A 6 INCH HIGH RIM OF DIRT SHALL
BE INSTALLED AROUND THE EDGE OF THE EXCAVATED HOLE TO FORM A SAUCER
SHAPE WHICH WILL HOLD WATER AROUND THE ROOT BALL. THE TOP 1/3 OF
BURLAP SHALL BE REMOVED FROM THE ROOT BALL PRIOR TO FINAL FILLING.
FERTILIZER SHALL BE APPLIED AROUND THE EDGE OF THE BACKFILLED HOLE AND
THEN COVERED WITH A 3 INCH LAYER OF MULCH, WHICH WILL EXTEND FROM THE
OUTSIDE OF THE RIM OF THE SAUCER TO THE BASE OF THE PALMS. PALMS
SHALL BE BRACED TO INSURE THIER STABILITY FOR THE GUARANTEE PERIOD. (SEE
STAKING DETAIL).

MATERIALS:

PALMS SHALL BE FIELD GROWN IN MARL, AND BALLED AND BURLAPED WITH THE
HEADS TO BE FULL AND OF GOOD COLOR. PALMS SHALL BE FREE OF SCARS,
LESIONS, UN—UNIFORMED RINGS, RECEDING TRUNK AROUND ROOT INITIATION ZONE,
PENCILING, ETC. FERTILIZER: SHALL BE GRANULAR MIXTURE OF 12—4-—12 WITH
MINORS OR EQUAL APPLIED EVENLY AROUND THE TOP OF THE WATER RETENTION
RING AFTER BACKFILLING AND BEFORE MULCHING. SOIL: BACKFILL PLANTING
HOLES AFTER TREES ARE SET WITH A SOIL MIX CONSISTING OF A HOMOGENOUS
MIXTURE OF 40% SAND, 25% CANADIAN PEAT MOSS, 20% STERILIZED SOIL, 15%
PINE BARK, MIXED WITH 50% OF SOIL FROM THE EXCAVATED HOLE. ALL AREAS
NEED TO BE FREE OF ALL DEBRIS AND ROCKS AND MULCHED WITH CYPRESS OR
MELALEUCA MULCH TO A DEPTH OF 3"

GENARD AND ASSOCIATES, LLC

PHONE: 305.255.4650
E-MAIL:  JACKIEGENARDOGMAIL.COM

nard & Associates ] {
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4 N\ >)
m
INSTALL ATION:
A. PROVIDE APPROVED EARTH FILL OR SAND TO A POINT 4” ABOVE THE TOP OF THE PIPE. 0 o
B. FILL TO WITHIN 6" FINAL GRADE WITH APPROVED EXCAVATED FILL MATERIALS FREE OF LUMPS OR ROCKS LARGER THAN 3" IN ANY DIMENSION. o [
C. PROVIDE CLEAN SOIL FREE OF ROCKS AND DEBRIS FOR TOP 6" OF FILL. = 2
D. INSTALL IRRIGATION MAINS WITH A MINIMUM COVER OF 18" BASED ON FINISHED GRADES. INSTALL IRRIGATION LATERALS WITH A MINIMUM COVER OF 12" BASED ON FINISH GRADES. o
E. EXCAVATE TRENCHES AND INSTALL PIPE AND FILL DURING THE SAME WORKING DAY. DO NOT LEAVE OPEN TRENCHES OR PARTIALLY FILLED TRENCHES OPEN OVERNIGHT.
F. PLASTIC PIPE:
1. INSTALL PLASTIC PIPE IN ACCORDANCE WITH MANUFACTURER'S INSTALLATION INSTRUCTIONS. PROVIDE FOR THERMAL EXPANSION AND CONTRACTION.
2. SAW CUT PLASTIC PIPE, REMOVE BURRS AND SHAVINGS AT CUT ENDS PRIOR TO INSTALLATION. K
RAIN SENSOR 3. MAKE PLASTIC TO PLASTIC JOINTS AND SOLVENT WELD JOINTS. USE HEAVY DUTY GRAY SOLVENT FOR ALL SOLVENT WELD JOINTS. INSTALL PLASTIC PIPE FITTINGS IN =
ACCORDANCE WITH PIPE MANUFACTURER'S INSTRUCTIONS. |
4. MAKE PLASTIC TO F.P.T. JOINT WITH SCHEDULE BO PVC NIPPLES. \
5. ALLOW JOINTS TO SET AT LEAST 24 HOURS BEFORE PRESSURE IS APPLIED TO THE SYSTEM. EE—
G. SPRINKLES, FITTINGS, VALVES AND ACCESSORIES: 9 §
1. INSTALL FITTINGS, VALVES, SPRINKLER HEADS, RISERS AND ACCESSORIES IN ACCORDANGE WITH MANUFACTURER'S INSTRUCTIONS, EXCEPT AS OTHERWISE INDICATED. 33
2. SET SPRINKLER HEADS PERPENDICULAR TO FINISHED GRADES. Eg%
3. PROVIDE POP—UP SPRAY HEADS WITH AN ADJUSTABLE DOUBLE SWING JOINT RISER ASSEMBLED BY THE USE OF AT LEAST 3, %", MARLEX 90 DEGREE ELLS. FABRICATE DOUBLE 5§§
SWING JOINT RISERS OF SCHEDULE 80 PVC NIPPLES AND MARLEX 90 DEGREE ELLS. (1812 DETAIL) SIDE INLET ON 1812 SPRINKLER HEADS MAY BE UTILIZED. ]
“ 4. LOCATE SPRINKLER HEADS TO ASSURE PROPER COVERAGE AND OVERLAP. 2'1'.3,
P 5. INSTALL RISERS FOR SPRAY HEADS IN SHRUB OR FLOWER BED AREAS AND PLANTERS OF SUFFICIENT HEIGHT TO PREVENT INTERRUPTION OF THE STREAM BY THE PLANT %§g§
”’ MATERIAL. SEE RISER DETAIL. <35
M v v/ 6. PROVIDE RISERS OF %" SCHEDULE 40 PVC PIPE, S.S. PIPE CLAMPED TO A 3/4" ALUMINUM ANGLE AND PAINTED FLAT BLACK. g *a
w' v/ v v 7. INSTALL CONTROLLER PER MANUFACTURER'S REQUIRMENTS. .
w
M v v 8. INSTALL IN-GROUND CONTROL VALVES IN A VALVE ACCESS BOX.
w' @) v v 9. INSTALL VALVE ACCESS BOXES ON A SUITABLE BASE OF GRAVEL TO PROVIDE A LEVEL FOUNDATION AT PROPER GRADE AND TO PROVIDE DRAINAGE OF ACCESS BOX. \ )
M I . 10. SEAL THREADED CONNECTIONS ON PRESSURE SIDE OF CONTROL VALVES WITH TEFLON TAPE OR APPROVED PLASTIC JOINT TYPE COMPOUND.
N\
w' v v H. CONTROL WIRING: w
v v 1. INSTALL ALL ELECTRIC CONTROL WIRES IN APPROPRIATELY SIZED ELECTRICAL PVC CONDUIT IN THE PIPING TRENCHES WHEREVER POSSIBLE. WHERE NECESSARY TO RUN WIRE IN A O
\' v v SEPARATE TRENCH, PROVIDE A MINIMUM COVER OF 12" e
”' 2. PROVIDE SUFFICIENT SLACK AT SITE CONNECTIONS AT REMOTE CONTROL VALVES IN CONTROL BOXES AND AT ALL WIRE SPLICES TO ALLOW RAISING THE VALVE BONNET OR SPLICE =
““ v oo TO THE SURFACE WITHOUT DISCONNECTING THE WIRES WHEN REPAIR IS REQUIRED. o
\"“ v v v 3. CONNECT EACH REMOTE CONTROL VALVE TO ONE STATION OF A CONTROLLER. 8]
QAN ¢ o 4. CONNECT REMOTE VALVES TO COMMON GROUND WIRE SYSTEM. o
AN v v 5. MAKE WIRE CONNECTIONS TO REMOTE CONTROL ELECTRIC VALVES AND SPLICES OF WIRE IN THE FIELD, USING WIRE CONNECTORS AND SEALING CEMENT IN ACCORDANCE WITH P}
”"‘ SPRINKLER LINES MANUFACTURER'S RECOMMENDATIONS. THERE ARE TO BE NO IN GROUND SPLICES. i
“‘s\ v 6. PROVIDE TIGHT JOINTS TO PREVENT LEAKAGE OF WATER AND CORROSION BUILD-UP OF THE JOINT. .Q:
LN FLUSHNG, TESTING AND ADJSTUENT:
\ X v v v = v v v / ‘l i H ,:B
\ ©) ¢‘ 1. AFTER SPRINKLER PIPING AND RISERS ARE INSTALLED AND BEFORE SPRINKLER HEADS ARE INSTALLED, OPEN CONTROL VALVES AND FLUSH OUT THE SYSTEM WITH FULL HEAD OF
NELLLLN Ry $LE O e
\ss“\ v v v v /““‘O 2. PERFORM SYSTEM TESTING UPON COMPLETION OF EACH SECTION. MAKE NECESSARY REPAIRS AND RETEST REPAIRED SECTIONS AS REQUIRED. kg = |
\””” , , (" ” / 3. ADJUST SPRINKLERS AFTER INSTALLATION FOR PROPER AND ADEQUATE DISTRIBUTION OF THE WATER OVER THE COVERAGE PATTERN. ADJUST FOR PROPER ARC OF COVERAGE. E
< "'VVva(’ % 4. TIGHTEN NOZZLES ON SPRAY TYPE SPRINKLERS AFTER INSTALLATION. ADJUST SPRINKLER ADJUSTING SCREW ON LATERAL LINE OR CIRCUIT ARE REQUIRED FOR PROPER RADIUS.
\ ““““ ““““ INTERCHANGE NOZZLES' PATTERNS AS DIRECTED BY THE ARCHITECT TO GIVE BEST ARC OF COVERAGE. =
\””””””' ”/ 5. ADJUST ALL ELECTRIC REMOTE CONTROL VALVE FLOW CONTROL STEMS FOR SYSTEM BALANCE. )
S &\“ ‘ “&’ 6. TEST AND DEMONSTRATED THE CONTROLLER BY OPERATING APPROPRIATE DAY, HOUR AND STATION SELECTION FEATURES AS REQUIRED TO AUTOMATICALLY START AND SHUT
DD DN DOWN IRRIGATION CYCLES TO ACCOMMODATE PLANT REQUIREMENTS.
ACCEPTABLE COMPONENTS:
| N —
S A RANBIRD VALVES PESB SERIES
B. RAINBIRD HEADS 1800 N (12) SERIES WITH APPROPRIATE NOZZLES, WITH APPROPRIATE MPR NOZZLES. ( \
C.  RAIN SENSOR, RSD—CEx
D. RAINBIRD ESP—4M—OUTDOOR 120V, 4 STATION CONTROLLER
E. VALVE ACCESS BOXES: TAPERED ENCLOSURE OF RIGID PLASTIC MATERIAL COMPRISED OF FIBROUS COMPONENTS CHEMICALLY INERT
WN AND UNAFFECTED BY MOISTURE CORROSION AND TEMPERATURE CHANGES. PROVIDE LID OF SAME MATERIAL, GREEN IN COLOR.
W RISER DETAIL F. WATTS PVB 009QT OR APPROVED EQUAL BY NORTH MIAMI WATER AND SEWER.
.. w
= o |
N 1 1 MATERALS <| 2
A. BLASTIC PIPE, FITTINGS AND CONNECTIONS: (@] o ©
1. POLYVINYL CHLORIDE PIPE: ASTM D2241, RIGID, PVC, PROVIDE PIPE HOMOGENEOUS THROUGHT AND FREE FROM VISIBLE CRACKS, HOLES, FOREIGN I: wi e
MATERIALS, BLISTERS, WRINKLES AND DENTS. (8] E frg
o. LATERAL LINES: SCHEDULE 40 o T
1/ 25TM£«S3T§$ b. MAIN LINES: SCHEDULE 40 14 5a
2. PVC PIPE FITTINGS: ASTM D2241 SCHEDULE 40 PVC MOLDED FITTINGS SUITABLE FOR SOLVENT WELD. FITTINGS MADE OF OTHER MATERIALS ARE E ; 4
NOT PERMITTED. = 2 9
| | | | | 3. ALL PIPE UNDER PAVED AREAS WILL BE SLEEVED WITH SCHEDULE 40 PVC (TWO SIZES LARGES THAN PIPE BEING SLEEVED). |: 025 I.I..
SWING JOINT w [
B. ELECTRICAL CONTROL WIRE E H <
1. ELECTRICAL CONTROL AND GROUND WIRE: TYPE UF 600 VOLT, DIRECT BURIAL, SINGLE CONDUCTOR, AWG #14, OR LARGER. - E =
" oon 2. WRE COLOR CODE: PROVIDE CONTROL OR "HOT” WIRES RED IN COLOR. PROVIDE COMMON OR "GROUND” WIRES IN COLORS. [ (/2] E
1/2"x8" PVC z oF
SCH 80 NIPPLE ! & =
SPECIAL NOTE =z 3=
PALM SHALL HAVE AN IRRIGATION RISER SECURED AND EXTENDING ABOVE THE TOP OF THE PALM CANOPY TERMINATING WITH A SPINNER, TOR TYPE ‘-
HEAD THAT WILL COVER THE ENTIRE CANOPY WITH WATER AND SHALL BE HOOCKED TO A SEPARATE ZONE. ADDITIONALLY, THERE ARE TO BE FOUR ;
ADJUSTABLE HEAD/NOZZLES AROUND THE PALM ROOT BALL CONNECTED TO THE SAME ZONE. THIS IS TEMPORARY AND WILL BE REMOVED BY THE CITY .
AT A LATER DATE. z
JUNIPER CHINEENSIS; PARSONII JUNIPER (5 GL. FULL)
ALL THREADED .
BRASS FITTINGS LANTANA MONTEVIDD‘S‘S" Vﬂ-.LOW LANATANA (1 GL. FULL)
% g [:=! CAP ROCK (FLAT TOPS 3"X4" OR GREATER, BUT UNIFORM THROUGHOUT); BROKEN OR NON-UNIFORM ROCKS WILL BE REJECTED.
— 'd Y
IRRIGATION SLEEVES:
SCH 40 PVC TWO (2) —N 4" SCHEDULE 40 PVC PIPE SHALL BE PLACED FROM CENTER OF CITY SWALE TO CENTER OF CIRCLE (APPROXIMATELY 60'). ACTUAL
CROSSING LOCATION SHALL BE CTED BY PARKS AND RECREATION—CONTACT KEITH MILLER, PARKS SUPERVISOR AT 305.891.9334.
=== — DETERMINATION OF CROSSING SHALL BE BASED ON LOCATION OF FPL DROP NECESSARY FOR IRRIGATION METER.
| | L i (L N e e e e e e el mmf‘“
\ I £ E
9 [ I S S 3 g g E;
RAINBIRD 1812 DETAIL (SR —— BACKFLOW DETAIL ot 30 Pve NP
WATTS SERIES 009 QT L-3
IRRIGATION
N\ J
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( %)
DESCRIPTION:

2 0

OUTER BOX DISCONNECT SwiTCH CONTRACTOR SHALL PROVIDE COMPLETE ELECTRICAL SYSTEM NECESSARY TO % é

ENSURE THE INTENT OF THE PROJECT IS MET AND ACCEPTED BY THE CITY. THE S =
ELECTRIC PANEL AND IRRIGATION CONTROLLER WILL BE INSTALLED IN A "NEMA 3R” & 'x
STEEL ENCLOSURE WITH HINGED HASP AND STAPLE COVER. SERVICE AND
ENCLOSURE SHALL BE MOUNTED ON A PEDESTAL CONSTRUCTED ON UNISTRUT
POSTS WITH CROSS MEMBERS. "NEMA 3R” STEEL ENCLOSURE SHALL BE LARGE
ENOUGH TO HOUSE ELECTRIC CIRCUIT PANEL AND IRRIGATION CONTROLLER.

RAIN SENSOR

LOW VOLTAGE LIGHTS
D BY GC

82 N2 N2 37 N2 Nz N2 N2 N2
v.ov. v ‘/11'*—0" INNER cui’cn.z\*\ ooy
v N2 v 2 v

NEMA 3R ENC. |

METER CAN |

(] BREAKER

TIMER

=

ELECTRICAL
CONDUITS

= =)

=

_CONC. FOOTING

| T———DISCONNECT SWITCH W/ GFI

CII | UNISTRUT FRAME

—
TO VALVES J

/CONC. FOOTING

SPRINKLER LINES

ELECTRICAL:
GENERAL

CONTRACTOR SHALL CONSTRUCT A COMPLETE OPERATIONAL ELECTRICAL SYSTEM.
CONTRACTOR SHALL PAY FOR AND COORDINATE SERVICE DROPS WITH FPL.

CONTRACTOR SHALL INSTALL ELECTRIC CONDUIT FROM THE FPL POLE TO THE
NEW CITY ELECTRIC METER IN THE PLANTER. METER CAN AND WEATHERPROOF
ENCLOSURE SHALL BE MOUNTED SECURELY ON PEDESTAL IN THE PLANTER.
CONDUIT FROM THE RISER TO THE METER CAN SHALL CONFORM TO FPL
SPECIFICATIONS.

CONDUIT SHALL BE INSTALLED FROM THE POLE TO PLANTER AS APPROVED BY
FP&L. SEE POLE LOCATIONS.

* CONDUIT SHALL BE INSTALLED VIA A TRENCHER, OR DIRECTIONAL BORING.

CONDUIT UNDER ASPHALT OR CONCRETE SHALL BE 2" SCHEDULE 40 PVC
APPROVED ELECTRICAL CONDUIT. ALL CONDUITS SHALL BE INSTALLED AT A
DEPTH THAT CONFORMS TO FPL SPECIFICATIONS OR 24’ MINIMUM, WHICHEVER IS
GREATER. INSTALLATION OF CONDUIT SHALL BE DONE IN COMPLIANCE WITH
FDOT STD, AND FPL SPECIFICATIONS, INCLUDING PROPER BEDDING AND FILL
AROUND THE CONDUIT, COMPACTION AND CLOSURES OF THE TRENCH.

ALL JOINTS SHALL BE GLUED WITH HEAVY—DUTY CEMENT.

PEDESTAL SHALL BE 1 5/8” UNISTRU STAKES WITH 3/4” UNISTRUT CROSS
MEMBERS. UNISTRUT STAKES SHALL BE PAINTED WITH "BITUMASTIC 50" PAINT
(OR APPROVED EQUAL) TO SIX INCHES ABOVE GRADE.

MATERIALS:

ALL EQUIPMENT SHALL BE UNDERWRITERS LABORATORY APPROVED AND IN NEW
CONDITION.  NO REMANUFACTURES COMPONTS SHALL BE ACCEPTED. ALL
COMPONENTS SHALL BE MANUFACTURER'S SPECIFIC OR EQUIVALENT DESIGN AND
FINISH.

* ENCLOSURES SHALL BE OF DURABLE FINISH IN GALVANIZED OR FACTORY ENAMEL
PAINT FINISH. SITE FINISH WILL NOT BE ACCEPTED.

ELECTRIC CONDUIT SHALL BE GALVANIZED HEAVY WALL OR INTERMEDIATE RIGID
CONDUIT ABOVE GROUND AND SHALL BE PAINTED WITH "BITUMASTIC 50" PAINT
(OR APPROVED EQUAL) TO SIX INCHES ABOVE GRADE. BELOW GRADE CONDUIT
SHALL BE BURIED AT A DEPTH NOT LESS THAN 24”. CONDUIT ELBOWS SHALL
BE FIELD BENT WITH MANUFACTURER—APPROVED BENDER OR BE FACTORY
PRE—BENT. ALL FITTINGS SHALL BE THREADED. NO SETSCREWS OR
COMPRESSION FITTINGS SHALL BE ACCEPTED.

EXECUTION:

SERVICE SHALL BE UNDERGROUND LATERAL FROM FPL RISER TO THE SERVICE
METER. CONDUIT SHALL BE 2" PVC (SCH 40) UNDERGROUND AND RIGID ABOVE
GROUND. CONTRACTOR SHALL CUT AND REPAIR CONCRETE OR ASPHALT
SURFACES AS NEEDED TO FACILITATE CONDUIT INSTALLATION.

METER ENCLOSURES SHALL BE LANDIS AND GYR. CAT #UAT131-0G WITH COVER
PLATE #56933—1.

SERVICE DISCONNECT SHALL BE 20 AMP BREAKER, SQUARE D OR EQUILVAENT TO
BE MOUNTED WITHIN THE HOFFMAN WEATHERPROOF ENCLOSURE. THE SERVICE
DISCONNECT SHALL BE CONNECTED TO THE METER ENCLOSER BY RIGID CONDUIT,
3/4” TRADE SIZE. CONDUCTORS SHALL BE 3, #10. THREADED BUSHINGS SHALL
BE INSTALLED.

+ THE SERVICE SHALL BE GROUNDED BY DRIVEN GROUND RODS (2). GROUND
RODS SHALL BE 5/8"x10° COPPER CLAD. GROUNDING ELECTRODE CONDUCTOR
SHALL BE #6 COPPER. GROUNDING ELECTRODE CONDUCTOR SHALL BE RUN
INSIDE OF 1/2” RIGID TRADE SIZE CONDUIT. CONNECTION SHALL BE CADWELD
TYPE GR OR GT CONNECTIONS FOR DIRECT BURIAL APPLICATION.

CONTRACTOR SHALL INSTALL THE HOFFMAN, NEMA—3R, GENERAL EQUIPMENT
WEATHERPROOF ENCLOSURE ADJACENT TO THE METER ENCLOSURE. ENCLOSURE
SHALL BE SIZED TO CONTAIN THE ELECTRICAL BREAKER, AND IRRIGATION SYSTEM
CONTROLLER (7 1/2" WIDTH, 4 1/2" DEPTH, 9" HEIGHT).

ALL ELECTRICAL SHALL CONFORM TO THE CITY OF NORTH MIAMI CODES AND ALL
OTHER LOCAL, STATE AND NATIONAL ORIDANCES.

«  THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ADEQUATE DRAWINGS, AND
SPECIFICATIONS REQUIRED BY THE CITY OF NORTH MIAMI BUILDING AND ZONING
TO OBTAIN THE APPROPRIATE BUILDING PERMITS.

GENARD AND ASSOCIATES, LLC

PHONE: 305.255.4650
E-MAIL:  JACKIEGENARDOGMAIL.COM

nard & Associates ] {
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TITLE:

QUOTATION NO.:

EMAIL QUOTATIONS DUE DATE:
CONTACT PERSON:

E-MAIL:

NOTES:

INVITATION TO QUOTE
City of North Miami
Purchasing Department

776 NE 125th Street

North Miami, Florida 33161

Traffic Circle Project

THIS IS NOT

AN ORDER

40-13-14 1TQ

Monday, May 5", 2014

Marcanthony Tulloch

purchasing@northmiamifl.gov

TIME:

3:00 PM

PHONE: (305) 895-9887

FAX: (305) 891-1015

1. All prices shall be F.O.B. Destination delivery point including all costs and freight unless
otherwise specified

2. Failure to complete and sign this form renders your bid/quotation non-responsive and
ineligible for award.

Traffic Circles

I:\Ieom Description Lump Sum
Traffic Circle
1 (Location: N.E. 134th Street & 5th Avenue) $
Grand Total: | $

Method of Award: Award will be made to the bidder whose proposal is in the best interest of

the City.

Local preference will be applied as applicable, if applicable.

Addenda Received: [ ] Yes [ ] No

If yes, please indicate the number of addenda received:

It is hereby certified and affirmed that the bidder shall accept any awards made as a result of this
guotation. Respondent further agrees that prices quoted will remain fixed for a period of sixty (60)
days from date quotation is due.

ITQ No. 40-13-14 | City of North Miami
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1.1

1.2

1.3

SPECIAL TERMS
& CONDITIONS

PURPOSE

The purpose of this Solicitation is to solicit bids from qualified contractors for the construction of a
traffic circle to be located at Location: N.E. 134™ Street & 5™ Avenue. This Solicitation provides
for the submission of documents and forms intended to verify that the Respondent meets or
exceeds the minimum criteria set forth elsewhere in this Solicitation. This Solicitation shall serve
to provide interested parties with general information as to the procedures for which a firm maybe
selected.

METHOD OF AWARD

Award of this Solicitation may be made to the lowest responsive, responsible Respondent who's
Bid, qualifications and references demonstrates to be the most advantageous to the City.

City reserves the right to reject bids, to waive irregularities and/or inconsistencies in any Bid, and
to make the award in a manner deemed in the best interest of City.

1.2.1. MINIMUM QUALIFICATION

To be eligible to respond to this Solicitation, the Respondent must demonstrate that it has
sufficient capacity, resources and experience to provide the Services under this
Solicitation. Any Respondent that fails to meet all the following minimum qualification
requirements may be noted as “NON-RESPONSIVE”. Those qualifications are as
follows:

o Respondent shall be licensed to do business in the State of Florida. Submit Sunbiz
report with your company registered as active.

e Licensed State of Florida General Contractor

o References at a minimum, Respondent must provide at least three (3) references of
clients to which it has provided said Services. If available, such references should be
representatives of Florida jurisdictions to which the Respondent is currently providing,
or has provided, Services within the last five (5) years.

PAYMENT

Respondent shall submit a unit price complete inclusive of all labor, equipment, materials needed
to furnish, deliver, erect, install and connect completely all of the material and equipment
described herein and in the drawing, and supply all other incidental material and equipment,
tools, transportation, etc., required to make the work complete, and to leave the area(s) in first
class condition.

The City will pay the contract price minus any liquidated damages and/or other damages to the
Respondent upon final completion and acceptance.

ITQ No. 40-13-14 | City of North Miami
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1.4

15

1.6

1.7

TERM OF CONTRACT: UPON COMPLETION

This contract will commence on the first calendar day of the month succeeding approval of the
contract by the City Council, or designee, unless otherwise stipulated in the Notice to Proceed
(NTD) letter, which is distributed by the City's Department of Purchasing; and contingent upon the
completion and submittal of all required Solicitation documents. This contract shall remain in
effect until such time as the commodities, equipment and/or Services acquired in conjunction with
this Solicitation, have been completed and accepted by the City's authorized representative and
upon completion of the expressed and/or implied warranty periods.

INDEMNIFICATION AND INSURANCE

Respondents must submit, with their response, a Certificate of Insurance naming the City of
North Miami as additional insured. Proof of insurance meeting or exceeding the following
coverage or a letter of intent to provide the following requirements if awarded a Contract:

Worker's Compensation: As required by the State of Florida with statutory limits, and
Employer’s Liability with a minimum limit of $500/$500/$500
$1,000,000 per accident for bodily injury or disease.

General Liability Insurance: $100,000 for each occurrence, general aggregate, personal
injury and products/completed operations

Automobile Liability Insurance:  $1,000,000 combined single limit bodily injury & property
damage.

Respondents shall guarantee all required insurances remain current and in effect throughout the
term of Contract. All insurance policies required by the Contract shall be maintained in full force
and effect throughout the term period. The required insurance coverage shall be issued by an
insurance company authorized and licensed to do business in the State of Florida, with a
minimum rating of B+ or better.

LIQUIDATED DAMAGES

If the Contractor fails to complete the work within one hundred and eighty (180) calendar days, it
is understood that $350.00 per consecutive calendar day will be deducted, as liquidated
damages, for each day beyond the specified completion time. The City may, in lieu of the above,
notify the Respondent to cease work and the City will complete the work. The cost of completion
thereof to the City including all materials, rent, labor, equipment and necessary supervision plus
15% for overhead, shall be deducted from the contract consideration and shall be an obligation of
the Respondent.

CONDITIONS OF WORK

If property (public or private) is damaged performing work specified or is removed for the
convenience of the work, it shall be repaired or replaced at the expense of the Respondent in a
manner acceptable to the City of North Miami. Such property shall include but not limited to:
roads, driveways (whether concrete or asphalt), approaches (whether concrete or asphalt), sod,
walls, fences, water features, footings, underground utilities, shrubs, trees, etc.

ITQ No. 40-13-14 | City of North Miami
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Respondent shall submit to the Public Works Department for review, pictures or video of the work
site(s) having pre-existing damage to roadways, driveways, approaches, sod, swales, adjacent
improvements, etc. before beginning work. Failure to do so shall obligate the Respondent to
make repairs per above paragraph.

Respondent shall notify the Parks and Recreation Department of any pre-existing damage to tree
trunks or limbs before beginning work. Failure to do so shall obligate the Respondent for tree
removal, and canopy replacement as per D.E.R.M. codes, ordinances and or resolutions.

1.8 PROTECTION

Contractor shall be solely responsible for pedestrian and vehicular safety and control within the
work site and shall provide the necessary warning devices, barricades and ground personnel
needed to give safety, protection and warning to persons and vehicular traffic within the area. All
safety devices must have suitable and sufficient lighting for the prevention of accidents. All
minimum safety standards required by Municipal, County, State and Federal ordinances and laws
shall be strictly met by the Respondent.

1.9 HOURS OF WORK

Contractor will perform work Monday through Thursday from 7:30 a.m. to 5:00 p.m., excluding
holidays unless prior approval is given by the City. Hours beyond those allotted must be
requested in writing and approved by the City.

1.10 WARRANTY
The Contractor will be required to warranty all work performed for a minimum of one (1) year.

1.11 FAILURE TO PERFORM

If in the opinion of the City's representative, the Contractor refuses to begin work, improperly
perform said work, or shall neglect or refuse to take out or rebuild such work, as shall have been
rejected or as being defective or unsuitable, then City's representative may notify the Contractor
to repair and replace work immediately or discontinue all work under this Contract.

If at any time the City's representative shall be of the opinion that the said work is being
unnecessarily delayed and will not be finished within the prescribed time then City's
representative may notify the Contractor to discontinue all work under this Contract. The
Contractor shall immediately respect said notice and stop said work and cease to have any rights
in the possession of the ground and shall forfeit this contract.

The City may thereupon look to the next lowest and responsive and responsible Respondent to
complete the work or advertise for Solicitations and let a contract for the uncompleted work in the
same manner as was followed in the letting of this Contract and charge the cost

1.12 EXAMINATION OF SITE (RECOMMENDED)

Prior to submitting its offer it is advisable that the Contractor visit the site of the proposed work
and become familiar with any conditions which may in any manner affect the work to be done or
affect the equipment, materials and labor required. The Contractor is also advised to examine
carefully the drawings and specifications and to become thoroughly aware regarding any and all

ITQ No. 40-13-14 | City of North Miami
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1.13

1.14

conditions and requirements that may in any manner affect the work to be performed under the
contract. No additional allowances will be made because of lack of knowledge of these
conditions.

ACCIDENT PREVENTION AND BARRICADES

Precautions shall be exercised at all times for the protection of persons and property. All vendors
performing services under this contract shall conform to all relevant OSHA, State and City
regulations during the course of such effort. Any fines levied by the above mentioned authorities
for failure to comply with these requirements shall be borne solely by the responsible vendor.
Barricades shall be provided by the vendor when work is performed in areas traversed by
persons, or when deemed necessary by the City Project Manager.

SOLICITATION CLARIFICATION AND INQUIRIES

Any questions or clarifications regarding this Solicitation shall be submitted in writing to
Purchasing Agent, Patrick Dulcio via email at pdulcio@northmiamifl.gov. Respondent(s) must
clearly understand that the only official answer or position of the City will be the one received in
writing.

The Solicitation number and title shall be referenced on all correspondence, be sure to include
the page and paragraph number for each question in order to ensure that questions asked are
responded to correctly. All questions must be received no later than the time and date specified in
the Solicitation Timetable section. All responses to questions/clarifications will be sent to all
prospective Respondents in the form of an addendum. NO QUESTIONS WILL BE RECEIVED
VERBALLY OR AFTER SAID DEADLINE. Addendum(s) will be made available on the City’s
webpage and it is the Respondent’s sole responsibility to assure receipt of all (if any) addenda(s).

END OF SECTION

ITQ No. 40-13-14 | City of North Miami
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2.2

2.3

GENERAL SPECIFICATIONS

SCOPE OF WORK

The City has issued this Solicitation to establish a contract, by means of sealed bids, to furnish all
labor, equipment, materials and expertise as required for Traffic Circles (Roadway
Improvements/Traffic Calming Devices) “Project” in the City of North Miami, as specified herein,
from a source that will give prompt and efficient service. All work shall be performed in
accordance with applicable federal, State and Local regulations.

Work under this Contract consists of furnishing all supervision, labor, materials, equipment, tools
and performing all operations necessary for Roadway Improvements/Traffic Calming. This work
includes proper coordination and placement of an MOT, installation of road base and asphaltic
surfaces, pavement removal, pavement milling, pavement markings/striping, installation of
concrete pavers, signage, ensuring proper drainage, installation of sidewalks, ramps, detectable
warnings, concrete curb and gutter, providing complete site restoration where required,
installation of landscaping and irrigation, coordinating with FPL for electrical service, installation of
“unistrut” systems for irrigation controls and meter can, and other elements of traffic calming
device construction in a professional and timely manner.

CONDITIONS OF WORK

If property (public or private) is damaged performing work specified or is removed for the
convenience of the work, it shall be repaired or replaced at the expense of the Contractor in a
manner acceptable to the City. Such property shall include but not limited to: roads, driveways
(whether concrete or asphalt), approaches (whether concrete or asphalt), sod, walls, fences,
water features, footings, underground utilities, shrubs, trees, etc.

Contractor shall submit to the Public Works Department for review, pictures or video of the work
site(s) having pre-existing damage to roadways, driveways, approaches, sod, swales, adjacent
improvements, etc. before beginning work. Failure to do so shall obligate the Contractor to make
repairs per above paragraph.

Contractor shall notify the Parks and Recreation Department of any pre-existing damage to tree
trunks or limbs before beginning work. Failure to do so shall obligate the Contractor for tree
removal, and canopy replacement as per D.E.R.M. codes, ordinances and or resolutions.

PERMITS

It shall be the Contractor's responsibility to obtain all permits required for the Project prior to
commencement of work. Permits to perform work within the City's Right-of-way are issued by the
City’s Building and Zoning Department located at 12400 NE 8th Avenue, North Miami, Florida
33161.

Additional permits, which may be required by other agencies, including those required for tree
removal and/or relocation will be the responsibility of the Contractor. The actual cost for City
issued permits only, excluding the Miami-Dade County surcharge fee applied to every permit
within the City, will be waived.
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Work to be performed is located on a County maintained road and Contractor must obtain permits
from the County and other authorities having jurisdiction. Contractor shall verify that the location
of underground utilities with Sunshine One Call, Peoples Gas, Southern Bell, TCI cable, etc. prior
to any work.

All inspections shall be requested a minimum of twenty-four (24) hours prior to inspection.
Inspection shall be required at the following stages of construction:

a. Subgrade prep completion

b. Sidewalk formed prior to pouring concrete
c. Paving

d. Final

All work not stated herein shall be in compliance with the Florida Building Code and all other
national, state, and local codes and regulations. All permits to be posted on job site.

PLANS AND WORKING DRAWINGS

A)

B)

Plans:

There are no Engineering plans accompanying these Contract Documents.
However, typical details and/or sketches regarding the proposed work along with surveys
of the intersections have been provided. Additional standard details are available in the
Miami-Dade County Public Works Manual and the Florida Department of Transportation's
Design Standards for Design, Construction, Maintenance and Utility Operations on the
State Highway System. The City through its Engineer shall have the right to modify the
details and/or sketches, to supplement the sketches with additional plans and/or with
additional information as the work proceeds; all of which shall be considered as plans
accompanying these Specifications herein generally referred to as the "Plans and
specifications." In case of disagreement between the Plans and Specifications, the
Engineer shall make a final determination as to which shall govern.

Working Drawings:

The Contractor shall prepare whatever detailed working drawings are necessary to
enable him to fabricate, erect, and construct all parts of the work in conformity with the
Plans and Specifications. Working drawings shall include shop drawings and erection
diagrams for structural steel where required. Working drawings shall be submitted to the
Engineer in triplicate; one set will be returned to the Respondent approved or showing
the changes or corrections required; if changes or corrections are required, five copies
shall be resubmitted until they are approved. Payment for working drawings, revisions
thereof, arid for copies furnished, shall be included in the amounts bid for materials or
work. The Contractor shall furnish as many sets of paper blueprint copies for working
drawings as the City and the Engineer may need for the work. The Contractor should
allow a minimum of fourteen (14) calendar days for the City's approval of drawings.

The City shall not be responsible for errors or minor discrepancies of the Contractor's
drawings, even though approved.
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2.6

UTILITIES

The Contractor shall make all necessary arrangements with the utility companies concerned for
maintenance of their lines during the construction period. In the event that a complete relocation
of utilities is required, but has not been accomplished prior to the effective, date of the "Notice to
Proceed,” the Contractor, nevertheless shall commence work under this Contract, and shall
schedule the work to avoid interference with the utility relocation work.

Contractor will be required to pay and coordinate and file all necessary forms to ensure that water
meters are provided as required for irrigation at each circle. CONTACT Public Works at 305-895-
9838 for assistance.

The City will not be liable for any delay or added expense the Contractor experiences due to the
activities of utility companies, nor shall the City be held responsible for any damages to any
utilities due to any actions by the Contractor.

NOTE: The Contractor shall contact the Sunshine State One Call of Florida at 1-800-432-4770
and other affected utility owners at least forty-eight (48) hours prior to commencing any
trenching or excavation on this project.

The Contractor shall coordinate the raising and/or lowering or removal of utility systems
with those utilities having jurisdiction.

PERFORMANCE OF WORK

The Contractor will furnish a qualified superintendent who will be present at all times during the
course of the work, and shall be authorized to act for the Contractor. The Contractor shall keep
on the job sufficient plant and equipment to meet the requirements of the work.

The site shall be kept in a satisfactory operating condition and capable of safely and efficiently
performing the work as set forth in the Plans and Specifications. The site and all operations shall
be subject to inspection by the Engineer at all times.

The Contractor shall submit for approval by the Engineer a description of the type of materials
and equipment to be used; and the method of procedure to be used in the performance of the
work.

DUST CONTROL AND SAW CUTTING:

Dust control measures are required as necessary to prevent the surface and air transport of dust
from any construction activity performed under this contract. This may include but is not limited to:
Pre-watering deeply before excavation; scheduling thorough and consistent watering that does
not run off the site; applying best management practices in the loading, offloading, and transport
of soils and miscellaneous materials; covering or otherwise stabilize piles when necessary; and
planning schedules so control measures are available throughout the project.

When required in performance of this Contract, material may be removed by either saw cutting
the slab perpendicular to the long edge, or by any other means that will produce a clean neat cut
and that is acceptable to the Engineer. All costs for saw cutting and/or any other necessary
means for accomplishing the bid items listed in this Contract shall be included in the cost for said
item.
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When cutting thru concrete, care should be exercised to prevent dust from becoming air borne.
The Contractor must use an engineering control such as the use a wet saw or dust collector. The
Engineer shall have the final determination that in a particular circumstance this is not feasible,
and the concrete must be cut dry.

No separate item for dust control measures is included for payment in this Contract. The
Contractor shall consider the cost of any dust control measures that is necessary for the proper
construction of the project as included in the Contract price for items of work for which dust
control measures are required.

OPEN EXCAVATIONS:

At the close of each workday, holidays and weekdays, the Contractor shall refill all open
excavations, or cover open excavation with steel plates capable of supporting vehicular traffic. All
costs for providing this shall be included in the Maintenance of Traffic item at no additional cost.

PROTECTION OF EXISTING UTILITY POLES:

The Contractor shall ensure that existing utility poles are properly protected during installation of
pipes and structures and shall coordinate with the utility pole owner any safeguards necessary to
protect the utility pole including bracing of the pole, if necessary. All costs for protection of utility
poles and any costs for the temporary bracing by the utility pole owner shall be the responsibility
of the Contractor and shall be considered incidental. No additional compensation will be allowed.

PROJECT TIME SCHEDULE

After a "Notice to Proceed" and issuance of a Purchase Order(s), the Contractor shall commence
the work within five (5) calendar days from the date of Work Order and continue all work in an
expeditious manner to a conclusion acceptable to the Engineer.

As time is an essential element of the contract, the Contractor is expected to supply sufficient
work force material and equipment to perform the work listed under the "Scope of Work" in
accordance with the schedule(s) approved by the Engineer and the requirements stipulated in the
Contract Documents.

The lack of personnel, equipment or unsuitability of said equipment shall not be an
acceptable reason for falling behind schedule.

All activities required to be performed to complete the Work, including site restoration and punch
list items, shall be completed within the Contract time.

Progress of the work shall be judged based on a proportion of the amount of work completed and
accepted, to the number of calendar days that remain on the Contract. Contract work completed
shall not fall behind by more than ten (10) percentage points, according to the total number of
days past since the issue date of the Work Order(s).

If the Contractor fails to complete all work under the contract within the time specified in the
"Notice to Proceed" and/or Work Order(s), or fails to perform the work with sufficient personnel
and equipment or with sufficient materials to assure the prompt completion of the work assigned,
or discontinues the prosecution of the work, or fails to resume work which has been discontinued
within a reasonable time after notice to do so, or becomes insolvent or is declared bankrupt, or
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files for reorganization under the bankruptcy or insolvency code, or for any other cause
whatsoever, fails to carry on the work in an acceptable manner, or if the surety executing the
bond, becomes unsatisfactory in the opinion of the City, the Engineer will give notice in writing to
the Contractor and his surety of such delay, neglect, or default. Additionally, the City may opt to
not issue further Work orders and/or to cancel the Contract.

REMOVAL OF EXISTING SIDEWALK

Work includes removal of existing sidewalk and/or asphalt path, disposal of materials at legal
sites which have been pre-approved by the Engineer, and preparation of subgrade including any
required filling, grading, leveling and compaction to meet the subgrade requirements of Section
145.04 of the Miami-Dade County Public Works Manual. Material may be removed by either saw
cutting the slab perpendicular to the long edge, or by any other means that will produce a clean
neat cut (if at existing joint) or any other acceptable means to the Engineer.

END OF SECTION
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NORTH'MIAM

MINIMUM REQUIREMENTS

TRAFFIC CIRCLE PROJECT
ITQ No. 38-13-14

#  Description Check List

1.) | The Respondent shall be licensed to do business in | Attach Copy of Active
the State of Florida. Sunbiz.org Registration

2) Respondents must be properly registered to practice | Attach Copy of Active
their profession and licensed to engage in contracting General Contractors
in the State of Florida at the time of Bid submission. License
The Respondent shall submit copies of the following:

a) Copy of Florida General Contractors License

3) References, at a minimum Respondent must provide Attach Copy of City

at least three (3) references of clients to which it has Contract Form A-14

provided said Services. If available, such references
should be representatives of Florida jurisdictions to
which the Respondent is currently providing, or has
provided, Services within the last five (5) years.
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NORTHIMIAMI

SOLICITATION SUBMITTAL FORM

TRAFFIC CIRCLE PROJECT
ITQ No. 38-13-14

FEIN NO. : / - / / / / / /
(Respondent Federal Employer Identification Number) If none, Respondent Social Security Number

] LOCAL PREFERENCE CERTIFICATION: For the purpose of this certification, a “local business” is a business located within
the limits of City of North Miami that conforms with the provisions of Section 4.62 of the General Terms and Conditions of this
solicitation and contributes to the economic development of the community in a verifiable and measurable way. Place a check here
only if affirming Respondent meets requirements for Local Preference. Failure to complete this certification at this time (by
checking the box above) shall render the Respondent ineligible for Local Preference.

OR

O WORKFORCE LOCAL PREFERENCE CERTIFICATION: The local preference may be applied to Firms with a least ten
percent (10%) of its total Workforce residing within the geographical boundaries of the City. Place a check here only if affirming
Respondent meets the requirements for Workforce Local Preference. Failure to complete this certification at this time (by
checking the box above) shall render the Respondent ineligible for Workforce Local Preference.

OR

[0 SUBCONTRACTOR LOCAL PREFERENCE CERTIFICATION: The local preference may be applied to Firms that
subcontract at least ten percent (10%) of the contractual amount of a City project to Sub-Contractor who are physically located
within the City of North Miami. (Must complete forms A-3a Statement of Intent & A-3b Participation Schedule.) Place a check
here only if affirming Respondent meets the requirements for Sub-Contractor Local Preference. Failure to complete this
certification at this time (by checking the box above) shall render the Respondent ineligible for Sub-Contractor Local
Preference.

All referenced forms can be found on the City’s website at:

http://www.northmiamifl.gov/departments/purchasing/forms.aspx
The undersigned bidder certifies that this bid is submitted in accordance with the bid specifications and conditions governing this
bid, and that the Respondent will accept any award(s) made to him as a result of this bid.

FIRM NAME:

DBA (if any):

STREET ADDRESS:

CITY/STATE/ZIP CODE:

TELEPHONE NO.: FAX NO.:
E-MAIL:

By signing this document the Respondent agrees to all Terms &Conditions of this Solicitation & the resulting Contract.
AUTHORIZED SIGNATURE Date

PERSON AUTHORIZED TO ENTER INTO CONTRACTUAL AGREEMENT
PRINT NAME OF AFFIANT

TITLE OF OFFICER

THE EXECUTION OF THIS FORM CONSTITUTES THE UNEQUIVOCAL OFFER OF RESPONDENT TO BE BOUND BY THE TERMS OF ITS BID. FAILURE
TO SIGN THIS SOLICITATION WHERE INDICATED ABOVE BY AN AUTHORIZED REPRESENTATIVE SHALL RENDER THE BID NON-RESPONSIVE.
THE CITY MAY, HOWEVER, IN ITS SOLE DISCRETION, ACCEPT ANY BID THAT INCLUDES AN EXECUTED DOCUMENT WHICH UNEQUIVOCALLY

BINDS THE RESPONDENT TO THE TERMS OF ITS OFFER.
ITQ No. 40-13-14 | City of North Miami
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SCOPE OF WORK

THE WORK COVERED UNDER THIS CONTRACT CONSISTS OF FURNISHING ALL LABOR,
MATERIAL AND EQUIPMENT TO DELIVER AND INSTALL THE FOLLOWING PLANTS ON
SITE ON A PER CIRCLE BASIS:

LANDSCAPING, WATER, METERS, BACKFLOW DEVICES,

~

REVISIONS

BY)

REMARKS

IRRIGATION AND ELECTRICAL DROPS

A. WORK: PROVIDE AN UNDERGROUND IRRIGATION SYSTEM TO PROVIDE 100%
COVERAGE WITH 75 TO 100% OVERLAP WITH MINIMAL OVERSPRAY ON
NON—LANDSCAPED AREAS, AND PROVIDE A PRECIPITATION RATE OF 1" PER
HOUR. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL REQUIRED ENGINEERING,
DRAWINGS, CALCULATIONS, ETC. AS REQUIRED BY NORTH MIAMI BUILDING AND
ZONING TO SECURE ALL PERMITS AND ENSURE ALL WORK PASSES INSPECTIONS.

THE WORK INCLUDES:

COORDINATE WATER METER INSTALLATION THROUGH THE CITY OF NORTH MIAMI
WATER DEPARTMENT, PAYING ALL APPLICABLE FEES; FOR A 3/4 INCH METER
INSTALLED

INSTALL IRRIGATION CONTROLLER MOUNTED IN A "NEMA—3" LOCKABLE
ENCLOSURE

INSTALL AUTOMATIC IRRIGATION SYSTEM INCLUDING PIPING, FITTINGS,
SPRINKLER HEADS, AND ACCESSORIES

INSTALL ELECTRIC REMOTE CONTROL VALVES

INSTALL CONTROL WIRES

EXCAVATING AND BACKFILLING IRRIGATION SYSTEM WORK
INSTALL RAIN SENSORS

COMPLETE ELECTRICAL (UNISTRUT SYSTEM AND FPL DROPS)

PROJECT CONDITIONS:
A.

PROTECT EXISTING TREES, PLANTS, LAWNS AND OTHER FEATURES DESIGNED
TO REMAIN AS PART OF THE FINAL LANDSCAPE WORK.

B. PROMPTLY REPAIR DAMAGE TO ADJACENT FACILITIES CAUSED BY IRRIGATION
SYSTEM WORK OPERATIONS. COST OF REPAIRS AT CONTRACTOR'S EXPENSE.

C.  PROMPTLY NOTIFY THE CITY OF UNEXPECTED SUBSURFACE CONDITIONS.

GENERAL:

ALL PLANT MATERIAL SHALL BE FLA #1 OR BETTER AS DEFINED IN THE "GRADES
AND STANDARDS FOR NURSERY PLANTS” PUBLISHED BY THE FLORIDA DEPARTMENT
OF AGRICULTURE AND CONSUMER SERVICES. THE CONTRACTOR SHALL PROVIDE A
SPECIAL WARRANTY IN LETTER OR CERTIFICATE FORM ADDRESSED TO THE CITY OF
NORTH MIAMI, GUARANTEEING THAT THE PLANT MATERIALS BE MAINTAINED IN A
HEALTHY, VIGOROUS, WATERED CONDITION FOR ONE (1) YEAR AFTER THE
COMPLETION OF ALL INITIAL PLANTING. CONTACTOR IS RESPONSIBLE FOR
OBTAINING UTILITY LOCATIONS PRIOR TO EXCAVATING. CITY OF NORTH MIAMI WILL
NOT BE RESPONSIBLE FOR ANY DAMAGE DONE TO ANY UTILITY OR PRIVATE
PROPERTY BY THE CONTRACTOR.

GENARD AND ASSOCIATES, LLC

PHONE: 305.255.4650
E-MAIL:  JACKIEGENARDOGMAIL.COM

nard & Associates ] {

5

|

NEW STREET INTERSECTION AT:
N.W. 122ND STREET & N.W. 8TH AVE. CIRCLE
NORTH MIAMI, FLORIDA 33168

DATE
SCALE
DRAWN

CHECKED
PROJECT
NANAGER

L-1

LANDSCAPING
A J
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LANTANA 'GOLD/YELLOW' (1 GAL)

RECLINATA PALM
(9 TRUNKS MIN) 18" O.A.

PARSONII JUNIPER (5GAL)

CAP ROCKS (3'x4")

TRAFFIC CIRCLE LANDSCAPING

METAL STRAPS SECURING TOE NAIL BRACES TO

2x4 WOOD BATTENS OVER WOOD BATTENS
6 LAYERS OF BURLAP
. 2x4x8"—0" WOOD
RED FLAGGING
TAPE ON BRACE \ BRACE (3 TOTAL)
SOIL BERM TO
HOLD WATER

2x4x12" STAKE

BACKFILL 12" AROUND

INEXCAVATED FOR
SUPPORT

STAKING DETAIL

W D
m

PLANT LIST: A

PHOENIX RECLINATA; RECLINATA PALM (MULTI-STEM 9 TRUNKS MINIMUM; 18" OA S g

MIN.) o <
o &

SPECIAL NOTE:

PALM SHALL HAVE AN IRRIGATION RISER SECURED AND EXTENDING ABOVE THE TOP

OF THE PALM CANOPY TERMINATING WITH A SPINNER/ROTOR TYPE HEAD THAT

WILL COVER THE ENTIRE CANOPY WITH WATER AND SHALL BE HOOK TO A
SEPARATE ZONE. ADDITIONALLY, THERE ARE TO BE FOUR ADJUSTABLE
HEAD/NOZZLES AROUND THE PALM ROOT BALL CONNECTED TO THE SAME ZONE.
THIS IS TEMPORARY AND WILL BE REMOVED BY THE CITY AT A LATER DATE.

TREE REMOVALS:

1. A PERMIT FOR TREE REMOVAL WILL BE REQUIRED. CONTRACTOR MUST OBTAIN
AND PAY NECESSARY FEES.

THE TRUNK AND ROOT SYSTEMS MAY BE GROUND DOWN.
SAND SHALL BE INSTALLED TO RESTORE A LEVEL GRADE, AND SOD INSTALLED.

2
3
4. CANOPY REPLACEMENT WILL BE REQUIRED AT THE RATE OF ONE FOR ONE.
5

REPLACEMENT TREES SHALL BE 12 TO 14 FEET TALL, QUERCUS VIRGINIANA,
RATED FLORIDA NO. 1 OR BETTER.

6. REPLACEMENT TREES SHALL BE DELIVERED TO THE NORTH MIAMI PARKS
OPERATIONS CENTER, 12181 N.E. 13th AVENUE.

INSTALL ATION:

CONTRACTOR IS RESPONSIBLE FOR OBTAINING UTILITY LOCATIONS PRIOR TO
EXCAVATING. BIDDER SHALL INSTALL PALMS IN LOCATIONS MARKED BY THE PARKS
DEPARTMENT. SET PALM LEVEL WITH ITS ORINGINAL GRADE. PALMS SHALL NOT
BE PLUGGED AND SET AS INDICATED ON SITE. PALMS SHALL BE THOROUGHLY
WATERED IN TO ELIMINATE ALL AIR POCKETS. A 6 INCH HIGH RIM OF DIRT SHALL
BE INSTALLED AROUND THE EDGE OF THE EXCAVATED HOLE TO FORM A SAUCER
SHAPE WHICH WILL HOLD WATER AROUND THE ROOT BALL. THE TOP 1/3 OF
BURLAP SHALL BE REMOVED FROM THE ROOT BALL PRIOR TO FINAL FILLING.
FERTILIZER SHALL BE APPLIED AROUND THE EDGE OF THE BACKFILLED HOLE AND
THEN COVERED WITH A 3 INCH LAYER OF MULCH, WHICH WILL EXTEND FROM THE
OUTSIDE OF THE RIM OF THE SAUCER TO THE BASE OF THE PALMS. PALMS
SHALL BE BRACED TO INSURE THIER STABILITY FOR THE GUARANTEE PERIOD. (SEE
STAKING DETAIL).

MATERIALS:

PALMS SHALL BE FIELD GROWN IN MARL, AND BALLED AND BURLAPED WITH THE
HEADS TO BE FULL AND OF GOOD COLOR. PALMS SHALL BE FREE OF SCARS,
LESIONS, UN—UNIFORMED RINGS, RECEDING TRUNK AROUND ROOT INITIATION ZONE,
PENCILING, ETC. FERTILIZER: SHALL BE GRANULAR MIXTURE OF 12—4-—12 WITH
MINORS OR EQUAL APPLIED EVENLY AROUND THE TOP OF THE WATER RETENTION
RING AFTER BACKFILLING AND BEFORE MULCHING. SOIL: BACKFILL PLANTING
HOLES AFTER TREES ARE SET WITH A SOIL MIX CONSISTING OF A HOMOGENOUS
MIXTURE OF 40% SAND, 25% CANADIAN PEAT MOSS, 20% STERILIZED SOIL, 15%
PINE BARK, MIXED WITH 50% OF SOIL FROM THE EXCAVATED HOLE. ALL AREAS
NEED TO BE FREE OF ALL DEBRIS AND ROCKS AND MULCHED WITH CYPRESS OR
MELALEUCA MULCH TO A DEPTH OF 3"

GENARD AND ASSOCIATES, LLC

PHONE: 305.255.4650
E-MAIL:  JACKIEGENARDOGMAIL.COM

nard & Associates ] {

5

|

NEW STREET INTERSECTION AT:
N.W. 122ND STREET & N.W. 8TH AVE. CIRCLE
NORTH MIAMI, FLORIDA 33168

DATE
SCALE
DRAWN
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PROJECT
NANAGER

L-2

LANDSCAPING
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INSTALL ATION:
A. PROVIDE APPROVED EARTH FILL OR SAND TO A POINT 4” ABOVE THE TOP OF THE PIPE. 0 o
B. FILL TO WITHIN 6" FINAL GRADE WITH APPROVED EXCAVATED FILL MATERIALS FREE OF LUMPS OR ROCKS LARGER THAN 3" IN ANY DIMENSION. o [
C. PROVIDE CLEAN SOIL FREE OF ROCKS AND DEBRIS FOR TOP 6" OF FILL. = 2
D. INSTALL IRRIGATION MAINS WITH A MINIMUM COVER OF 18" BASED ON FINISHED GRADES. INSTALL IRRIGATION LATERALS WITH A MINIMUM COVER OF 12" BASED ON FINISH GRADES. o
E. EXCAVATE TRENCHES AND INSTALL PIPE AND FILL DURING THE SAME WORKING DAY. DO NOT LEAVE OPEN TRENCHES OR PARTIALLY FILLED TRENCHES OPEN OVERNIGHT.
F. PLASTIC PIPE:
1. INSTALL PLASTIC PIPE IN ACCORDANCE WITH MANUFACTURER'S INSTALLATION INSTRUCTIONS. PROVIDE FOR THERMAL EXPANSION AND CONTRACTION.
2. SAW CUT PLASTIC PIPE, REMOVE BURRS AND SHAVINGS AT CUT ENDS PRIOR TO INSTALLATION. K
RAIN SENSOR 3. MAKE PLASTIC TO PLASTIC JOINTS AND SOLVENT WELD JOINTS. USE HEAVY DUTY GRAY SOLVENT FOR ALL SOLVENT WELD JOINTS. INSTALL PLASTIC PIPE FITTINGS IN =
ACCORDANCE WITH PIPE MANUFACTURER'S INSTRUCTIONS. |
4. MAKE PLASTIC TO F.P.T. JOINT WITH SCHEDULE BO PVC NIPPLES. \
5. ALLOW JOINTS TO SET AT LEAST 24 HOURS BEFORE PRESSURE IS APPLIED TO THE SYSTEM. EE—
G. SPRINKLES, FITTINGS, VALVES AND ACCESSORIES: 9 §
1. INSTALL FITTINGS, VALVES, SPRINKLER HEADS, RISERS AND ACCESSORIES IN ACCORDANGE WITH MANUFACTURER'S INSTRUCTIONS, EXCEPT AS OTHERWISE INDICATED. 33
2. SET SPRINKLER HEADS PERPENDICULAR TO FINISHED GRADES. Eg%
3. PROVIDE POP—UP SPRAY HEADS WITH AN ADJUSTABLE DOUBLE SWING JOINT RISER ASSEMBLED BY THE USE OF AT LEAST 3, %", MARLEX 90 DEGREE ELLS. FABRICATE DOUBLE 5§§
SWING JOINT RISERS OF SCHEDULE 80 PVC NIPPLES AND MARLEX 90 DEGREE ELLS. (1812 DETAIL) SIDE INLET ON 1812 SPRINKLER HEADS MAY BE UTILIZED. ]
“ 4. LOCATE SPRINKLER HEADS TO ASSURE PROPER COVERAGE AND OVERLAP. 2'1'.3,
P 5. INSTALL RISERS FOR SPRAY HEADS IN SHRUB OR FLOWER BED AREAS AND PLANTERS OF SUFFICIENT HEIGHT TO PREVENT INTERRUPTION OF THE STREAM BY THE PLANT %§g§
”’ MATERIAL. SEE RISER DETAIL. <35
M v v/ 6. PROVIDE RISERS OF %" SCHEDULE 40 PVC PIPE, S.S. PIPE CLAMPED TO A 3/4" ALUMINUM ANGLE AND PAINTED FLAT BLACK. g *a
w' v/ v v 7. INSTALL CONTROLLER PER MANUFACTURER'S REQUIRMENTS. .
w
M v v 8. INSTALL IN-GROUND CONTROL VALVES IN A VALVE ACCESS BOX.
w' @) v v 9. INSTALL VALVE ACCESS BOXES ON A SUITABLE BASE OF GRAVEL TO PROVIDE A LEVEL FOUNDATION AT PROPER GRADE AND TO PROVIDE DRAINAGE OF ACCESS BOX. \ )
M I . 10. SEAL THREADED CONNECTIONS ON PRESSURE SIDE OF CONTROL VALVES WITH TEFLON TAPE OR APPROVED PLASTIC JOINT TYPE COMPOUND.
N\
w' v v H. CONTROL WIRING: w
v v 1. INSTALL ALL ELECTRIC CONTROL WIRES IN APPROPRIATELY SIZED ELECTRICAL PVC CONDUIT IN THE PIPING TRENCHES WHEREVER POSSIBLE. WHERE NECESSARY TO RUN WIRE IN A O
\' v v SEPARATE TRENCH, PROVIDE A MINIMUM COVER OF 12" e
”' 2. PROVIDE SUFFICIENT SLACK AT SITE CONNECTIONS AT REMOTE CONTROL VALVES IN CONTROL BOXES AND AT ALL WIRE SPLICES TO ALLOW RAISING THE VALVE BONNET OR SPLICE =
““ v oo TO THE SURFACE WITHOUT DISCONNECTING THE WIRES WHEN REPAIR IS REQUIRED. o
\"“ v v v 3. CONNECT EACH REMOTE CONTROL VALVE TO ONE STATION OF A CONTROLLER. 8]
QAN ¢ o 4. CONNECT REMOTE VALVES TO COMMON GROUND WIRE SYSTEM. o
AN v v 5. MAKE WIRE CONNECTIONS TO REMOTE CONTROL ELECTRIC VALVES AND SPLICES OF WIRE IN THE FIELD, USING WIRE CONNECTORS AND SEALING CEMENT IN ACCORDANCE WITH P}
”"‘ SPRINKLER LINES MANUFACTURER'S RECOMMENDATIONS. THERE ARE TO BE NO IN GROUND SPLICES. i
“‘s\ v 6. PROVIDE TIGHT JOINTS TO PREVENT LEAKAGE OF WATER AND CORROSION BUILD-UP OF THE JOINT. .Q:
LN FLUSHNG, TESTING AND ADJSTUENT:
\ X v v v = v v v / ‘l i H ,:B
\ ©) ¢‘ 1. AFTER SPRINKLER PIPING AND RISERS ARE INSTALLED AND BEFORE SPRINKLER HEADS ARE INSTALLED, OPEN CONTROL VALVES AND FLUSH OUT THE SYSTEM WITH FULL HEAD OF
NELLLLN Ry $LE O e
\ss“\ v v v v /““‘O 2. PERFORM SYSTEM TESTING UPON COMPLETION OF EACH SECTION. MAKE NECESSARY REPAIRS AND RETEST REPAIRED SECTIONS AS REQUIRED. kg = |
\””” , , (" ” / 3. ADJUST SPRINKLERS AFTER INSTALLATION FOR PROPER AND ADEQUATE DISTRIBUTION OF THE WATER OVER THE COVERAGE PATTERN. ADJUST FOR PROPER ARC OF COVERAGE. E
< "'VVva(’ % 4. TIGHTEN NOZZLES ON SPRAY TYPE SPRINKLERS AFTER INSTALLATION. ADJUST SPRINKLER ADJUSTING SCREW ON LATERAL LINE OR CIRCUIT ARE REQUIRED FOR PROPER RADIUS.
\ ““““ ““““ INTERCHANGE NOZZLES' PATTERNS AS DIRECTED BY THE ARCHITECT TO GIVE BEST ARC OF COVERAGE. =
\””””””' ”/ 5. ADJUST ALL ELECTRIC REMOTE CONTROL VALVE FLOW CONTROL STEMS FOR SYSTEM BALANCE. )
S &\“ ‘ “&’ 6. TEST AND DEMONSTRATED THE CONTROLLER BY OPERATING APPROPRIATE DAY, HOUR AND STATION SELECTION FEATURES AS REQUIRED TO AUTOMATICALLY START AND SHUT
DD DN DOWN IRRIGATION CYCLES TO ACCOMMODATE PLANT REQUIREMENTS.
ACCEPTABLE COMPONENTS:
| N —
S A RANBIRD VALVES PESB SERIES
B. RAINBIRD HEADS 1800 N (12) SERIES WITH APPROPRIATE NOZZLES, WITH APPROPRIATE MPR NOZZLES. ( \
C.  RAIN SENSOR, RSD—CEx
D. RAINBIRD ESP—4M—OUTDOOR 120V, 4 STATION CONTROLLER
E. VALVE ACCESS BOXES: TAPERED ENCLOSURE OF RIGID PLASTIC MATERIAL COMPRISED OF FIBROUS COMPONENTS CHEMICALLY INERT
WN AND UNAFFECTED BY MOISTURE CORROSION AND TEMPERATURE CHANGES. PROVIDE LID OF SAME MATERIAL, GREEN IN COLOR.
W RISER DETAIL F. WATTS PVB 009QT OR APPROVED EQUAL BY NORTH MIAMI WATER AND SEWER.
.. w
= o |
N 1 1 MATERALS <| 2
A. BLASTIC PIPE, FITTINGS AND CONNECTIONS: (@] o ©
1. POLYVINYL CHLORIDE PIPE: ASTM D2241, RIGID, PVC, PROVIDE PIPE HOMOGENEOUS THROUGHT AND FREE FROM VISIBLE CRACKS, HOLES, FOREIGN I: wi e
MATERIALS, BLISTERS, WRINKLES AND DENTS. (8] E frg
o. LATERAL LINES: SCHEDULE 40 o T
1/ 25TM£«S3T§$ b. MAIN LINES: SCHEDULE 40 14 5a
2. PVC PIPE FITTINGS: ASTM D2241 SCHEDULE 40 PVC MOLDED FITTINGS SUITABLE FOR SOLVENT WELD. FITTINGS MADE OF OTHER MATERIALS ARE E ; 4
NOT PERMITTED. = 2 9
| | | | | 3. ALL PIPE UNDER PAVED AREAS WILL BE SLEEVED WITH SCHEDULE 40 PVC (TWO SIZES LARGES THAN PIPE BEING SLEEVED). |: 025 I.I..
SWING JOINT w [
B. ELECTRICAL CONTROL WIRE E H <
1. ELECTRICAL CONTROL AND GROUND WIRE: TYPE UF 600 VOLT, DIRECT BURIAL, SINGLE CONDUCTOR, AWG #14, OR LARGER. - E =
" oon 2. WRE COLOR CODE: PROVIDE CONTROL OR "HOT” WIRES RED IN COLOR. PROVIDE COMMON OR "GROUND” WIRES IN COLORS. [ (/2] E
1/2"x8" PVC z oF
SCH 80 NIPPLE ! & =
SPECIAL NOTE =z 3=
PALM SHALL HAVE AN IRRIGATION RISER SECURED AND EXTENDING ABOVE THE TOP OF THE PALM CANOPY TERMINATING WITH A SPINNER, TOR TYPE ‘-
HEAD THAT WILL COVER THE ENTIRE CANOPY WITH WATER AND SHALL BE HOOCKED TO A SEPARATE ZONE. ADDITIONALLY, THERE ARE TO BE FOUR ;
ADJUSTABLE HEAD/NOZZLES AROUND THE PALM ROOT BALL CONNECTED TO THE SAME ZONE. THIS IS TEMPORARY AND WILL BE REMOVED BY THE CITY .
AT A LATER DATE. z
JUNIPER CHINEENSIS; PARSONII JUNIPER (5 GL. FULL)
ALL THREADED .
BRASS FITTINGS LANTANA MONTEVIDD‘S‘S" Vﬂ-.LOW LANATANA (1 GL. FULL)
% g [:=! CAP ROCK (FLAT TOPS 3"X4" OR GREATER, BUT UNIFORM THROUGHOUT); BROKEN OR NON-UNIFORM ROCKS WILL BE REJECTED.
— 'd Y
IRRIGATION SLEEVES:
SCH 40 PVC TWO (2) —N 4" SCHEDULE 40 PVC PIPE SHALL BE PLACED FROM CENTER OF CITY SWALE TO CENTER OF CIRCLE (APPROXIMATELY 60'). ACTUAL
CROSSING LOCATION SHALL BE CTED BY PARKS AND RECREATION—CONTACT KEITH MILLER, PARKS SUPERVISOR AT 305.891.9334.
=== — DETERMINATION OF CROSSING SHALL BE BASED ON LOCATION OF FPL DROP NECESSARY FOR IRRIGATION METER.
| | L i (L N e e e e e e el mmf‘“
\ I £ E
9 [ I S S 3 g g E;
RAINBIRD 1812 DETAIL (SR —— BACKFLOW DETAIL ot 30 Pve NP
WATTS SERIES 009 QT L-3
IRRIGATION
N\ J
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( %)
DESCRIPTION:

2 0

OUTER BOX DISCONNECT SwiTCH CONTRACTOR SHALL PROVIDE COMPLETE ELECTRICAL SYSTEM NECESSARY TO % é

ENSURE THE INTENT OF THE PROJECT IS MET AND ACCEPTED BY THE CITY. THE S =
ELECTRIC PANEL AND IRRIGATION CONTROLLER WILL BE INSTALLED IN A "NEMA 3R” & 'x
STEEL ENCLOSURE WITH HINGED HASP AND STAPLE COVER. SERVICE AND
ENCLOSURE SHALL BE MOUNTED ON A PEDESTAL CONSTRUCTED ON UNISTRUT
POSTS WITH CROSS MEMBERS. "NEMA 3R” STEEL ENCLOSURE SHALL BE LARGE
ENOUGH TO HOUSE ELECTRIC CIRCUIT PANEL AND IRRIGATION CONTROLLER.

RAIN SENSOR

LOW VOLTAGE LIGHTS
D BY GC

82 N2 N2 37 N2 Nz N2 N2 N2
v.ov. v ‘/11'*—0" INNER cui’cn.z\*\ ooy
v N2 v 2 v

NEMA 3R ENC. |

METER CAN |

(] BREAKER

TIMER

=

ELECTRICAL
CONDUITS

= =)

=

_CONC. FOOTING

| T———DISCONNECT SWITCH W/ GFI

CII | UNISTRUT FRAME

—
TO VALVES J

/CONC. FOOTING

SPRINKLER LINES

ELECTRICAL:
GENERAL

CONTRACTOR SHALL CONSTRUCT A COMPLETE OPERATIONAL ELECTRICAL SYSTEM.
CONTRACTOR SHALL PAY FOR AND COORDINATE SERVICE DROPS WITH FPL.

CONTRACTOR SHALL INSTALL ELECTRIC CONDUIT FROM THE FPL POLE TO THE
NEW CITY ELECTRIC METER IN THE PLANTER. METER CAN AND WEATHERPROOF
ENCLOSURE SHALL BE MOUNTED SECURELY ON PEDESTAL IN THE PLANTER.
CONDUIT FROM THE RISER TO THE METER CAN SHALL CONFORM TO FPL
SPECIFICATIONS.

CONDUIT SHALL BE INSTALLED FROM THE POLE TO PLANTER AS APPROVED BY
FP&L. SEE POLE LOCATIONS.

* CONDUIT SHALL BE INSTALLED VIA A TRENCHER, OR DIRECTIONAL BORING.

CONDUIT UNDER ASPHALT OR CONCRETE SHALL BE 2" SCHEDULE 40 PVC
APPROVED ELECTRICAL CONDUIT. ALL CONDUITS SHALL BE INSTALLED AT A
DEPTH THAT CONFORMS TO FPL SPECIFICATIONS OR 24’ MINIMUM, WHICHEVER IS
GREATER. INSTALLATION OF CONDUIT SHALL BE DONE IN COMPLIANCE WITH
FDOT STD, AND FPL SPECIFICATIONS, INCLUDING PROPER BEDDING AND FILL
AROUND THE CONDUIT, COMPACTION AND CLOSURES OF THE TRENCH.

ALL JOINTS SHALL BE GLUED WITH HEAVY—DUTY CEMENT.

PEDESTAL SHALL BE 1 5/8” UNISTRU STAKES WITH 3/4” UNISTRUT CROSS
MEMBERS. UNISTRUT STAKES SHALL BE PAINTED WITH "BITUMASTIC 50" PAINT
(OR APPROVED EQUAL) TO SIX INCHES ABOVE GRADE.

MATERIALS:

ALL EQUIPMENT SHALL BE UNDERWRITERS LABORATORY APPROVED AND IN NEW
CONDITION.  NO REMANUFACTURES COMPONTS SHALL BE ACCEPTED. ALL
COMPONENTS SHALL BE MANUFACTURER'S SPECIFIC OR EQUIVALENT DESIGN AND
FINISH.

* ENCLOSURES SHALL BE OF DURABLE FINISH IN GALVANIZED OR FACTORY ENAMEL
PAINT FINISH. SITE FINISH WILL NOT BE ACCEPTED.

ELECTRIC CONDUIT SHALL BE GALVANIZED HEAVY WALL OR INTERMEDIATE RIGID
CONDUIT ABOVE GROUND AND SHALL BE PAINTED WITH "BITUMASTIC 50" PAINT
(OR APPROVED EQUAL) TO SIX INCHES ABOVE GRADE. BELOW GRADE CONDUIT
SHALL BE BURIED AT A DEPTH NOT LESS THAN 24”. CONDUIT ELBOWS SHALL
BE FIELD BENT WITH MANUFACTURER—APPROVED BENDER OR BE FACTORY
PRE—BENT. ALL FITTINGS SHALL BE THREADED. NO SETSCREWS OR
COMPRESSION FITTINGS SHALL BE ACCEPTED.

EXECUTION:

SERVICE SHALL BE UNDERGROUND LATERAL FROM FPL RISER TO THE SERVICE
METER. CONDUIT SHALL BE 2" PVC (SCH 40) UNDERGROUND AND RIGID ABOVE
GROUND. CONTRACTOR SHALL CUT AND REPAIR CONCRETE OR ASPHALT
SURFACES AS NEEDED TO FACILITATE CONDUIT INSTALLATION.

METER ENCLOSURES SHALL BE LANDIS AND GYR. CAT #UAT131-0G WITH COVER
PLATE #56933—1.

SERVICE DISCONNECT SHALL BE 20 AMP BREAKER, SQUARE D OR EQUILVAENT TO
BE MOUNTED WITHIN THE HOFFMAN WEATHERPROOF ENCLOSURE. THE SERVICE
DISCONNECT SHALL BE CONNECTED TO THE METER ENCLOSER BY RIGID CONDUIT,
3/4” TRADE SIZE. CONDUCTORS SHALL BE 3, #10. THREADED BUSHINGS SHALL
BE INSTALLED.

+ THE SERVICE SHALL BE GROUNDED BY DRIVEN GROUND RODS (2). GROUND
RODS SHALL BE 5/8"x10° COPPER CLAD. GROUNDING ELECTRODE CONDUCTOR
SHALL BE #6 COPPER. GROUNDING ELECTRODE CONDUCTOR SHALL BE RUN
INSIDE OF 1/2” RIGID TRADE SIZE CONDUIT. CONNECTION SHALL BE CADWELD
TYPE GR OR GT CONNECTIONS FOR DIRECT BURIAL APPLICATION.

CONTRACTOR SHALL INSTALL THE HOFFMAN, NEMA—3R, GENERAL EQUIPMENT
WEATHERPROOF ENCLOSURE ADJACENT TO THE METER ENCLOSURE. ENCLOSURE
SHALL BE SIZED TO CONTAIN THE ELECTRICAL BREAKER, AND IRRIGATION SYSTEM
CONTROLLER (7 1/2" WIDTH, 4 1/2" DEPTH, 9" HEIGHT).

ALL ELECTRICAL SHALL CONFORM TO THE CITY OF NORTH MIAMI CODES AND ALL
OTHER LOCAL, STATE AND NATIONAL ORIDANCES.

«  THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ADEQUATE DRAWINGS, AND
SPECIFICATIONS REQUIRED BY THE CITY OF NORTH MIAMI BUILDING AND ZONING
TO OBTAIN THE APPROPRIATE BUILDING PERMITS.

GENARD AND ASSOCIATES, LLC

PHONE: 305.255.4650
E-MAIL:  JACKIEGENARDOGMAIL.COM

nard & Associates ] {

5

|

NEW STREET INTERSECTION AT:
N.W. 122ND STREET & N.W. 8TH AVE. CIRCLE
NORTH MIAMI, FLORIDA 33168

DATE
SCALE
DRAWN

CHECKED
PROJECT
NANAGER

L-4

ELECTRICAL
A J
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INVITATION TO QUOTE THIS ISNOT
City of North Miami AN ORDER

[ 'MIAM]  pushasing Departmens

North Miami, Florida 33161

THLE ~ Traffic Circle Project

QUOTATION NO 40-13-14 ITQ

EMAIL QUOTATIONS DUE DATE Monday, May 8", 2014 TIME: 3:00 PM

CONTACT PERSON. Marcanthony Tulloch PHONE (305) 895-9887
E-MAIL: purchasing@northmiamifi.gov FAX. (305) 881-1015
NOTES:

1 Al prices shall be F O B. Destination delivery point ncluding all costs and freight unless
otherwise specified

2  Failure to complete and sign this form renders your bid/quotation non-responsive and
ineligible for award

ORI N

Description Lump Sum

No.
AMoTE

1 I&a‘ffmlc Ncérela?xh'sueewsmmml s 75{:’/[;&] = 9*' et

. Grand Total: s /5 /D0 =

Method of Award: Award will be made to the bidder whose proposal is in the best Interest of
the City.

Local preference will be applied as applicable, if applicable.
Addenda Recelved: [ ] YWKNO

If yes, please indicate the number of addenda received:

Itis hereby certified and affirmed that the bidder shall accept any awards made as a result of this

e

KroTe

--&0/9&5.44 /S F¢

quotation Respondent further agrees that pricas quoted will remain fixed foraperiod of sixty (80)——— "~
days from date quotation is due.

Yo LiRCIE CANMOT BE BUIE 45 PLAN RTTRCHE ). ARER 1S T80T

LARGE ENov Ot fard THeRE 1S 4 boguT PolE LwiTw (F160 LITRAE

Znl T pecont: 7 o~ .
oé pr Iy I/ w/wr" LRk /(‘uﬂc:zgz' W e Y TR

ITQ No. 40-13-14 | City of North Miami _
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<J

N(1RTHIMIAMI
[F L R A

INIMUM REQUIR NTS

TRAFFIC CIRCLE PROJECT
ITQ NO. 38-13-14

Check List

Description N6 SRR AL 555541 ©

1.) | The Respondent shall be licensed to do business in : Attach Copy of Active
the State of Florida. Sunbiz.org R?istration
v/

T

2) Respondents must be properly registered to praclice © Attach Copy of Active
their profession and licensed to engage in contracting | General Contractors
in the State of Florida at the time of Bid submussion. Licens,

The Respondent shall submit copies of the following: 'v /

a) Copy of Florida General Contractors License :

3) References, at a minimum Respondent st provide Attach Copy of City
at least three (3) references of cinnls 1o wivch #t has Contract Form A-14
provided said Services. |f avaiable susn rwicrences 17“
should be representatives of Flonda junsdictions to V
which the Respondent is currently providing, or has
provided, Services within the last five (5) years,

fTQ No. 38-13-14 | City of North Miami _
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S0 Detail by OfficerRegistered Agent Nama

FLoripA DEPARTMENT OF STATE

e Sunpiz, -
e

Divisiox oF CORPORATIONS - -

Detail by Officer/Registered Agent Name

Elorida Profit Corporation

SOLUTIONS CAPITAL GROUP, INC.

Flling Information

Document Number P06000142202
FEVEIN Number 205874744
Date Filed 11/13/2006
State FL

Status ACTVE
Effective Date 11/11/2006
Last Event AMENDMENT
Event Date Filed 01/04/2007
Event Effective Date NONE
Principal Address

666 NE 125 STREET

243

NORH MIAMI, FL 33161

Changed: 04/11/2013

Mailing Address

666 NE 125 STREET
243
NORH MIAMI, FL 33161

Changed: 04/11/2013
Registered Agent Name & Address

CHERISOL, VLER P
666 NE 125 STREET
243

NORH MIAMI, FL 33161

Name Changed: 03/29/2014
Address Changed: 04/11/2013
OfficarDirector Detail

"'VMwﬁz-uomurvcmaﬁmmmmmmpfnwnegtmmmmpoaommm-

DEB90G-8000-4105- G670 144000 .. 112
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12014
Name & Address

Title VP

NORVIL, ROSE N
666 NE 125 STREET

243
NORH MIAM|, FL 33161

Tite P

CHERISOL, VLERP
666 NE 125 STREET
243

NORH MIAMI, FL 33161

Annual Reports

Report Year Filed Date
2012 04/30/2012
2013 04/11/2013
2014 03/29/2014

Documentimages

Detail by Officer/Reagisterod Agent Name

03/29/2Q14 - ANNUAL REPORT |

View image in PDF format

04/11/2013 ~ ANNUAL REPORT |

View image in PDF format

View image in PDF formal

View imaga in PDF format

View image in PDF format

_View image in PDF format

_ View image in PDF format
... iewimage in POF fomat
... Viewimage In PDF fomat
View image in POF format

L

| I S

""”""“Wmhuurwcawwmmm

i

esuiDetal/OM cer RegisteredAg enthl armedormp- pOBO0C142202- b5RtBBE- seti- 4180070 144006 . 22
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2014 FLORIDA PROET CORPORATION ANNUAL REPORT FILED

DOCUMENT® POB000 142202 Mar 29, 2014
Name: SOLUTIONS CAPITAL GROUP. INC of State

zm P SOLI' Place of Busi . CC1352112893

06 NE 125 BTREET

243

NORS WA FL 238

Current NMalling Address:

666 NE 125 STREET

243 _

NORH MIAML. FL 33161 US

FE) Number: 20-5874744 Certificate of Status Desired: Yes

Name and Address of Current Registersd Agent:

CHERISOL. VRER P

o5 NE 128 BTREET

241

MO MIAME FL 331814 UG

The scrvie namad ey sobvnif) 58 EABOWA Sy B DTOBE o CAPEEEn e BNt IR I WO Rt et W e e SIaw ¥ Flvie

SIGNATURE  VILER CHERISOL 032972014
Eloctrumc Sgnature of Regelered Agent Onte
OfficerDirsctor Detait :
The Ve Tie #
Mo NORVIL, ROSE N Nore CHERISIL VRER P
Mddrens S8 NE 125 STREET Address 56 NE T2 STREET
243 il
City Siste-Ze  NORH MIAMT FL 33181 Coty-Slate- 2 HORM WRAMR FL 331A1

rmmmwmmwn—v-ww»mnmm&nm wpmuitew Vil wew Ty e el SR i § el sV
. T s 0> s B s o P AN T AN A AN SNE T G VD B RUOr S by ag Fanitis Ve il Pl Wy A Y
[ 4

SIGRATURE VILER CHERISOL
Ehwitr: Sgrats o Sagrarg OMcos Ot Outinl e
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~ e Earss

\ STATE OF FLORIDA
DEPARTMENT.QF BUSINESS AND

cec1509941, ‘*“'i"f_f S UB

L -,
Shn . e

IS CERTIFIED under the provistons of Ch 488 FS.
Emus Au-cis: zou uaomoooms
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NDRTHIMIAM

REFERENCES (Form A-14)
List a minimum of three (3)
Name: = { SfeContact,_ 2257 — e -24 S
Address:_“5 (oo rualTote s, 2D
City: ™ AP e State:_1-¢ Zip:
Contact Person;_ - .U THe A A\ LS e
Phone: (A (ool - 2y lsS  E-Mai: .

Type of Job Performed & Cost__S7» Ti tme O oo N8 v ST o Ak Ml (.

E’dc%(}. Pl ol « N

Name: &mg € Lo @) 0T Contact:

Address; 1.2 25 ¢ nfven 1O\ %

City: Nenra vy ey, State: L. Zip_ 2wl
Contact Person;__ ¥ Y AT Z : p*-\-ﬂ PAPIVEN

phone:_ | 6 _ 1 2 6~1ESY  EMait ?

Type of Job Performed & Cost Wer 0 & £ woUa Tl ——-—-S#S & t:“t;i:)

Name:; N Oy E,L vJend ﬁ-au.’ & S Contact:

Address: C1 4 | Lo AN wo SV =T
City: @mbw-&gﬁs }otwa_s. State, T L Zip_ XNV A

Contaci.Person‘_N-c_\‘E”,L-_\z‘-FN\Eau‘-E-,Zz_ -
Phone:‘:iw - éC{Q—* 1 ET E-Mail;
Type of Job Performed &Cost_&.&brr. ol —— DRI Ay ,..—”iﬁ'_.zrjvﬂ -

E RN
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1.1

1.2

1.3

SPECIAL TERMS
& CONDITIONS

PURPOSE

The purpose of this Solicitation is to solicit bids from qualified contractors for the construction of a
traffic circle to be located at Location: N.E. 134™ Street & 5" Avenue. This Solicitation provides
for the submission of documents and forms intended to verify that the Respondent meets or
exceeds the minimum criteria set forth eisewhere in this Solicitation. This Solicitation shall serve
to 'pr;vi;!e interested parties with general information as to the procedures for which a firm maybe
selected.

METHOD OF AWARD

Award of Fhis‘Solicitation may be made to the lowest responsive, responsible Respondent who's
Bid, qualifications and references demonstrates to be the most advantageous to the City.

City reserves the right to reject bids, to waive irregularities and/or inconsistencies in any Bid, and
to make the award in a manner deemed in the best interest of City.

1.21.  MINIMUM QUALIFICATION

To be eligible to respond to this Solicitation, the Respondent must demonstrate that it has
sufficient capacity, rescurces and experience to provide the Services under this
Solicitation. Any Respondent that fails to meet ali the following minimum qualification
requirements may be noted as "NON-RESPONSIVE". Those qualifications are as

follows:

* Respondent shall be licensed (o do business in the State of Florida. Submit Sunbiz
report with your comgpany rgistered a5 active,

* Licensed State of Florida Generai Contractor

» References at a minimum, Respondent must provide at least three {3) references of
clients to which it has provided said Services. If available, such references should be
representatives of Florida jurisdictions to which the Respondent is currently providing,

or has provided, Services within the last five (5) years.

PAYMENT

Respondent shall submit a unit price complete inclusive of all labor, equipment, materials needed
to furnish, deliver, erect, install and connect completely all of the material and equipment
described herein and in the drawing, and supply all other incidental material and equipment,
tools, transportation, etc., required to make the work complete, and to leave the area(s) in first

ciass condition.

The City will pay the contract price minus any liquidated damages and/or other damages to the
Respondent upon final completion and acceptance.

ITQ No. 40-13-14 | ity of North Miami
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1.6

1.8

TERM OF CONTRACT; UPON COMPLETION

This contract will commence on the first calendar day of the month succeeding approvet of the
contract by the City Council, or designee, unless otherwise stipulated in the Notice to Proceed
{NTD) letter, which is distributed by the City's Department of Purchasing, and contingent upon the
comgptletion and submittal of all required Solicitation documents. This contract shall remain in
effect until such time as the commodities, equipment and/or Servicas acquired in conjunction with
this Solicitation, have been completed and accepted by the City's authorized representative and
upon completion of the expressed and/or implied warranty periods.

INDEMNIFICATION AND INSURANCE

Respondents must submit, with their response, a Centificate of Insurance naming the City of
North Miami as additional insured. Proof of insurance meeting or exceeding the following
coverage or a letter of intent to provide the following requirements if awarded a Contract:

Worker's Compansation; As required by the State of Flarida with statutory limits, and
Employer's Liability with a minimum fimit of $500/$500/8500
$1,000.000 per accident for bodily injury or disease.

General Liability Insurance: $100,000 for each occurrence, generai aggregate, personal
injury and products/completed operations

Automobile Liability Insurance:  $1,000,000 combined single fimit bodily injury & property
damage

Respondents shall guarantee all required insurances remain current and in effect throughout the
term of Contract  All insurance woirics raguired by the Contract shall be maintained in fult force
and effect throughout t {eis sernou The required insurance coverage shall be issued by an
insurance company acteosnss 304 ficensed to do business in the State of Figrida, with a
munimum rating of B+ or battx

LIQUIDATED DAMAGES

if the Contractor fails to complete the work within one hundred and eighty (180) calendar days, it
is understood that $350.00 per consecutive calendar day will be deducted, as liquidated
damages, for each day beyond the specified completion time. The City may, in lieu of the above,
notify the Respondent to cease work and the City will complete the work. The cost of completion
thereof to the City including all materials, rent, labor, equipment and necessary supervision plus
15% for overhead, shall be deductad from the contract consideration and shall be an obligation of
the Respondent.

ONDI  OF WOR

If property (public or private) is damaged performing work spacified or is removed for the
convenience of the work, it shalt be repaired or repiaced at the expense of the Regpondent in a
marnner acceptable to the City of North Miami. Such property shall include but not limited to:
roxds, driveways (whether concrete or asphalt), approaches (whether concrete or asphalt), sod,
walls, fences, water fealures, footings, underground utilities, shrubs, trees, etc.

1ITQ No. 38-13-14 | City of North Miami
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18

1.8

1.10

111

Respondent shall subm 10 the Pudlkc Works Depariment for review, pictures o video of the work
site{s) having pre-axisting damage to roadways. Gnivewsys, approaches. sod, swailes, adjacent
mprovemaents. elc before beginning work Failure 10 do 80 shail obligate the Respondent to

make repairs per sbove paragraph

Respondent shall noty the Parks and Recreation Department of any pre-existing damage lo tree
trunks or kmbs before beginning work Farure to do 50 shall cbigate the Respondent for tree
removal, and Canopy replacement as per D E R M codes, ordinances and of resolutions

ERQTECTION

Contractor shalt be solely responsible for padestrian and yehicular safely and control withm the
work sde and shall provide the necassary warning devices. barricades and ground personne
needed lo give safety protection and warning to persons and vehicular traffic within the area. All
safety devices must have sutable and sufficient ighting for the prevention of accidents Al
minmurn safety slandards required by Municipal, County. State and Federal ordinances and iaws
shail be stnctly met by the Respondent

HOURS OF WORK

Contractor will perform work Monday through Thursday from 7 30 am to 5.00 p.m . excluding
holdays uniess prior approval 15 given by the City Hours beyond those aliotled must be

requesled in writing and approved by the City

WARRANTY

The Contractor will be requiea 5 wantanty alt work performed for 8 miimum of one (1) yaar.

EAILURE TO PERFORM

If in the opimon of the Cay's rapresontative the Contractor refuses 1o begin work. impropaitly
periom said work, or shalt negiect of refuse [o 1ake out or rebuild such work, as shall have been
rejacted or as being defective or unsutable. then City's representative may notdy the Contractor
fo repair and replace work immedaately or digcontinue aif work undar this Contract

H at any time the Cdy's representalive shall be of the opinion that the said work is being
unnecessarily delayed and wii not be finished within the prescribad time then City's
representative may notify the Conlractor to discontinue all work under this Contract The
Contractor shall immediately respect said notice and stop said work and cease to have any rights
in the possession of the ground and shail forfed this contract

The City may theraupon look to the next lowest and responsive and responsible Respondent to
complete the work or advertise for Solicitations and let a contract for the uncompleted work in the
same manner as was foilowed in the istting of this Contract end charge the cost

112

EXAMINATION OF SITE (RECOMMENDED)

Pror to submitting fis offer it is advisable that the Contractor visit the sie of the proposed work
and become familiar with any conditions which may in any manner affect the work to ba done or
sffect the squipment, materials and labor required. The Contractor is also advised to examine
carefully the drawings and specifications and to become thoroughly aware regarding any and all

ITQ No. 38-13-14 | City of North Miami _
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1.43

1.14

conditions and requirements that may in any manner affect the work 10 be performed under the
contract. No additional allowances will be made because of lack of knowledge of these

conditions.

ACCIDENT PREVENTION AND BARRICADES

Pracautions shall be exercised at all times for the protection of persons and property All vendors
performing services under this contract shall conform to alt relevant OSHA._ State and Qny
reguiations during the course of such effort. Any fines levied by the above mentioned authorities
for failure to comply with these requirements shall be borne solely by the responsible vendor
Barricades shall be provided by the vendor when work is performed 1n areas fraversed by
persens, or whan deemed necessary by the City Project Manager

SOLICITATION CLARIFICATION AND INQUIRIES

Any questions or clarifications regarding this Solicitation shall be submitted in wriling to
Purchasing Agent, Patrick Dulcio via email at pdulcio@northmiamifl gov. Respondent(s) must
clearly understand that the only official answer or position of the City will be the one received in

writing

The Salicitation number and title shall be referenced on all correspondence, be sure 1o include
the page and paragraph number for each question in order to ensure that questions asked are
responded to correctly All questions must be recerved no later than the time and date specified in
the Solictation Timetable section All responses to questions/clarfications wilt be sent to all
prospective Respondants in the form of an addendum. NO QUESTIONS WILL BE RECEIVED
VERBALLY OR AFTER SAID DEADLINE. Addendum(s) will be made available on the City's
wabpage and it 1s the Respondent's sole rasponsibility to assure receipt of all (if any) addenda(s).

END OF SECTION

ITQ No. 38-13-14 | City of North Miami
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(F 0 A
SOLICITATION SUBMITTAL FORM

TRAFFIC CIRCLE PROJECT
ITQ No. 38-13-14

M
FENNO.: 20 .S58 1T 1Y 17 14 14

{Respondent Federal Employer identification Number) If hone, Respondent Social Security Number

b LOCAL PREFERENCE CERTIFIGATION; For the purpose of this centification, 3 “focal business” ts a business localed within

the limits of City of North Miami thal coaforms with the prowisions of Section 4.62 of the General Terms and Conditions of this
solicitation and contiibutes 1o the economic development of the community in a venfiable and measurable way. Place a chack here
only # affirming Responden! meels requirsments for Local Praference. Faliure to complete this certification at this time (by

checking the box abova) shall render the Respondent ineligible for Local Preference.
OR

3 WORKFORCE LOCAL PREFERENCE CERTIFICATION: The local preference may be applied to Firms waih a least ten

percent (10%) of is total Workforce residing within the geographical boundaries of the City. Place a check here only if affimming
Respondent mesls the requirements for Workforce Local Preference Fallurs to complete this certification at this time (by

¢hecking the box abovae) shall render the Respondent ineligible for Workforce Local Preference
OR
O T P RENCE_CERTIFICATION: The focal prefersnce may be applied to Firms ihat
subcontract a! least ten percent (10%) of the contrackas xvmet of a Ciay project 1o Sub-Conleacior who are physicalty located
wthin the City of North Miami. (Must compigle forms #-3a Statement of Intent & A-3t: Participation Schedule.) Place a check

here only i affirming Respondent meets the requierrants for Sl Contraclor Local Praference. Failure to complete this
cartification at this time {by checking the box above) shail randor the Respondent ineligible for Sub-Contractor Local

Preferance

All referenced forms can be found on the City's website at

hitp./fwww nothmiamg vid men [ ing/f 380X
The undersigned bidder cartifies that ths bid 18 submitted in accordance with the bid specifications ang conditions governing this

b, and tha the Respondent will accept any award{s} made t0 him as a result of this bid.

FrMNAME: e | oy
oBArany: S| Fl SR =
STREETADDRESS: (s ni & 1S =T FY >
cvsTATEZP cooE: N SR e ¥ YV LA | F e 220 4 |
TELEPHONENO.. © 7 &3¢, - L‘pg{‘?-q&nq(" FAX NO : ;

E-MAIL: MC:&:&QE!E#! éié!-ﬂ A G ne s TRAN T S EE .

By signing this docunsent ihe Responden. £0 aif Torms £C. of s Solichation & the re Contract

AUTHORIZED mmeW PSS vate =477 / /s
PE AUTHORIZED 0 ENTER INTO 0Bf CTUAL AGREEMENT A

PRINT NAME OF AFFIANT ~ \J 1l £ AR A0 L

TITLE OF OFFICER S mmnl e T

THE EXECUTION OF THIS FORM CONSTITUTES THE UNEGUIVOCAL OFFER OF RESPONDENT TO B BOUND BY THE TERMS OF 75 81D, FAILURE
TO SIGN THIS SOLICITATION WHERE INDICATED ABOVE BY AN AUTHORIZED REPRESENTATIVE SHALL RENDER THE BID NON-RESPONSIVE.
THE CITY MAY, HOWEVER, IN ITS SOLE DISCRETION, ACCEPT ANY Bi0 THAT INCLUDES AN EXECUTED DOCUMENT WHICH UNEQUIVOCALLY

SINDS THE RESPONDENT TO THE TERMS OF ITS OFFER,
ITQ No. 38-13-14 | City of North MiamT_
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QUOTE TABULATION SHEET

Traffic Circle Project -

Solicitation Title: Intersection of NE 134th Street & 5th Avenue

Prepared By:  Patrick Dulcio
Solicitation No.: ITQ 40-13-14 (Signature)

Opening Date:  Monday, May 05, 2014

Reviewed By:

(Signature)

Perrin International Services, Prestige Construction
IMECO, Inc. Inc. Engineering Group, LLC
Address: 12550 Biscayne Blvd. suite 800-30 12491 S.W. 134 Court, Unit 20 1931 N.W. 150th Avenue, Suite 208 666 N.E. 125st Suite 243

North Miami Fl, 33181 Miami, F1 33186 Pembroke Pines, Fl 33028 North Miami, F1 33181
Contact Person: John James Denis Gregory Perry Joel E. Joseph

Respondent: Solutions Capital Group Inc.

Viler C hcriml
Phone/Cell:  786-691-1496 786-251-9291 954-961-5300 786-449-
Email Address: fdagi@aol.co perry rintl.com

vcheris Jallflaconstruction.com

References (3)

General Contractor License

Sunbiz (Active) X

Respondent Status: Rejected Responsive Responsive Responsive

1.) Traffic Circle Ne 135th & 5th Ave - 96,400.00 | $ 96,400.00 66,850.55 [ $ 66,850.55 | $ 90,500.00 | $ 90,500.00 78,400.00| $ 78,400.00

Proposal Total: 96,400.00 66,850.55 90,500.00 $ 78,400.00

Evaluation Total: 86, 760 00 66,850.55 81, 450 00 70, 560 OO

Path: M:\Purchasing\BIDS - RFPS - RFQS\2013 -2014 Bids & RFPs & RFQs\40-13-14 ITQ Traffic Circle Project\ Page: 1of 1
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